Basic Seam Sealers

1. **3M™ Ultrapro™ MSP Seam Sealer**
   - 3M™ Ultrapro™ MSP Seam Sealer
     - PN08369 — White
     - PN08370 — Gray
     - PN08375 — Black
   - Provides a fast method of seam sealing
   - Non-shrinking, non-cracking
   - Fast curing
   - Tack-free = 30 minutes
   - Immediately paintable for up to 72 hours

2. **3M™ Ultrapro™ Urethane Seam Sealer**
   - 3M™ Ultrapro™ Urethane Seam Sealer
     - PN08360 — White 6/case
     - PN08361 — Gray 6/case
   - Easy to tool
   - Stays flexible
   - Paintable in 30 minutes
   - Non-shrinking
   - Can be baked immediately after painting
   - Can be used in hood flutter and door intrusion beam repairs
   - Ford Aerostar™ and Explorer™ roof ditch repairs
   - Duplicates OEM sealers
   - Fills large voids without cracking
   - Can be brushed
   - Use with 3M™ Flexible Package Applicator Gun (PN08398 1/case)

3. **3M™ Ultrapro™ Autobody Sealant (cartridge)**
   - 3M™ Ultrapro™ Autobody Sealant (cartridge)
     - PN08300 — Tan 12/case
     - 5 oz. Tube (PN08301 — Tan 6/case)
   - Fast skin over
   - Easy to tool
   - Stays flexible
   - Paintable in 30 minutes
   - Also available in: 5 oz. tube PN08301 — Tan (6/case)
   - Use with 3M™ Heavy-Duty Caulk Gun (PN08995 1/case)

4. **3M™ Heavy Drip-Chek™ Sealer**
   - 3M™ Heavy Drip-Chek™ Sealer (5 oz. tube)
     - PN08531 — Gray 6/case
   - Designed to seal but not fill
   - Controlled shrinkage
   - Retains original look on OEM seams
   - Resists oil and gas
   - Paintable in 30 minutes

5. **3M™ Strip-Calk (box of 60 — 1 ft. strips)**
   - 3M™ Strip-Calk (box of 60 — 1 ft. strips)
     - PN08578 — Black 12 boxes/case
   - Easy application
   - Stays soft and flexible
   - Fills large voids and holes
   - No waste or cleanup

Specialty Seam Sealers

1. **Sprayable Seam Sealer**
   - **3M™ Ultrapro™ MSP Sprayable Seam Sealer**
     - PN08374 — Gray 6/case
     - PN08364 — Black
   - Use with 3M™ Flexible Package Applicator Gun (PN08398 1/case)

2. **Fast Skinning**
   - **3M™ Ultrapro™ Autobody Sealant Cartridge**
     - PN08300 — Tan 12/case
   - Fast skinning
   - Easy to tool
   - Stays flexible
   - Paintable in 30 minutes
   - Also available in: 5 oz. tube PN08301 — Tan (6/case)
   - Use with 3M™ Heavy-Duty Caulk Gun (PN08995 1/case)

3. **3M™ Fast’n Firm™ Seam Sealer**
   - 3M™ Fast’n Firm™ Seam Sealer Cartridge
     - PN08305 — Beige 12/case

4. **Latex/Water-Based**
   - **3M™ All-Around Autobody Sealant Cartridge**
     - PN08500 — White 12/case

5. **Clear/Thin Bodied**
   - **3M™ Clear Auto Sealer**
     - 5 oz. Tube (PN08551 — Clear 6/case)

6. **Clear/Heavy Bodied**
   - **3M™ Flexiclear™ Body Sealer Cartridge**
     - PN08405 — Clear 12/case
   - 5 oz. Tube (PN08302 — Clear 6/case)

7. **Expandable Foam**
   - **3M™ Automix™ Pillar Foam** (PN08458)
   - Use with 3M™ Automix™ Flexible Foam (PN08463)
   - Use with MixPac® Applicator Gun (PN08117)
3M™ Ultrapro™ Autobody Sealant
- Heavy bodied seam sealer.
- Quick-skimming, fast-curing, flexible sealer.
- Can be used wherever heavy bodied seam sealers are needed.
- High solids and low shrinkage.
- Ideal seam sealer where time and speed are important.
- Can be painted in as little as 40 minutes.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Size</th>
<th>Color</th>
<th>Quantity Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08300</td>
<td>Fits 1/10 Gallon</td>
<td>Tan</td>
<td>12</td>
</tr>
<tr>
<td>051135-08301</td>
<td>5 oz. Tube</td>
<td>Tan</td>
<td>6</td>
</tr>
<tr>
<td>051135-08302</td>
<td>5 oz. Tube</td>
<td>Clear</td>
<td>6</td>
</tr>
</tbody>
</table>

3M™ Ultrapro™ Urethane Seam Sealer
- One-part moisture curing urethane seam sealer that can be painted.
- Non-shrinking, non-cracking.
- Able to fill large voids.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Description</th>
<th>Color</th>
<th>Quantity Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>08360*</td>
<td>310 ml Foil Pack</td>
<td>White</td>
<td>6</td>
</tr>
<tr>
<td>08361**</td>
<td>310 ml Foil Pack</td>
<td>Gray</td>
<td>6</td>
</tr>
</tbody>
</table>

* UPC Number 051131-16830
** UPC Number 051131-16831

3M™ Ultrapro™ MSP Sprayable Seam Sealer
- A high-performance, general purpose seam sealer that can be caulked or sprayed.
- For use on door skins, hemming flanges, quarter panels, and floor and trunk pans.
- Non-shrinking, non-cracking.
- Fast curing.
- Immediately paintable.
- Extra applicator tips supplied with sealer.
- Use with Sprayable Seam Sealer Applicator Gun (PN08400).
- May also be used as a coarse textured sound deadener for undercarriages.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Container</th>
<th>Color</th>
<th>Cartridges Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08374</td>
<td>Fits 1/10 Gallon</td>
<td>Gray</td>
<td>6</td>
</tr>
</tbody>
</table>

3M™ Ultrapro™ MSP Seam Sealer
- A high-quality, heavy bodied, general purpose, moisture curing seam sealer.
- Designed for interior and exterior body joints.
- May be primed or painted immediately or up to 72 hours after application.
- After 72 hours, scuff sealant with Scotch-Brite® General Purpose Hand Pad (Ultra Fine — PN07448) to improve paint adhesion.
- Not for use on lacquer paints.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Color</th>
<th>Container</th>
<th>Size</th>
<th>Containers Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08369</td>
<td>White</td>
<td>310 ml</td>
<td>Flex Pack</td>
<td>6</td>
</tr>
<tr>
<td>051135-08370</td>
<td>Gray</td>
<td>310 ml</td>
<td>Flex Pack</td>
<td>6</td>
</tr>
</tbody>
</table>

3M™ Flexiclear™ Body Seam Sealer
- High solids, clear joint and seam sealer designed to seal interior and exterior joints and seams.
- Adheres to primed metal and painted surfaces.
- Clear, non-yellowing.
- Excellent tooling properties.
- Can be painted quickly.
- Remains flexible.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Container</th>
<th>Size</th>
<th>Cartridges Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08405</td>
<td>Fits 1/10 Gallon</td>
<td>Cartridge Gun</td>
<td>12</td>
</tr>
</tbody>
</table>

176
**3M™ Seam Sealer Tape and Patch**
- Used to seal hem flanges, door jambs and deck lid applications.
- Duplicates factory appearance.
- Immediately paintable.
- Requires no heat gun.
- Solvent enhanced bond.
- Very conformable.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Roll Size</th>
<th>Rolls Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08475</td>
<td>3/8” x 30’ (9.5 mm x 9.1 m)</td>
<td>12</td>
</tr>
<tr>
<td>051135-08476</td>
<td>7/8” x 30’ (22.5 mm x 9.1 m)</td>
<td>12</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Patch Size</th>
<th>Patches Per Box</th>
<th>Boxes Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08477</td>
<td>6” x 9” (15.2cm x 22.8cm)</td>
<td>6</td>
<td>12</td>
</tr>
</tbody>
</table>

**3M™ All-Around Autobody Sealant White**
- Used for sealing interior and exterior auto body joints and seams.
- Applies easily, can be smoothed to a featheredge with a wet finger and sets to a firm, tough, rubber-like, water-resistant bead.
- Can be painted within 30 minutes.
- Water cleanup (before it dries).
- Will not harm paint.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Description</th>
<th>Quantity Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08500</td>
<td>Fits 1/10 Gallon Cartridge Gun</td>
<td>12</td>
</tr>
</tbody>
</table>

**3M™ Fast ‘n Firm™ Seam Sealer Beige**
- Firm setting product for sealing interior and exterior joints.
- Adheres to primed metal and painted surfaces.
- Skins over quickly.
- Low shrinkage.
- Can be painted within 20 minutes.
- Excellent tooling properties.
- Excellent sanding properties.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Description</th>
<th>Quantity Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08505</td>
<td>Fits 1/10 Gallon Cartridge Gun</td>
<td>12</td>
</tr>
</tbody>
</table>

**3M™ Auto Bedding and Glazing Compound Black**
- Non-hardening, pliable, water-resistant, medium-bodied sealer for sealing auto seams and between windshield rubber and car body.
- Can be used as a supplementary sealer for auto glass installation.
- Remains permanently soft.
- Has non-sag consistency for vertical and overhead applications.
- Cleans up with dry rag.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Container Size</th>
<th>Cartridges Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08509</td>
<td>Fits 1/10 Gallon Cartridge Gun</td>
<td>12</td>
</tr>
</tbody>
</table>
**3M™ Heavy Drip-Chek™ Sealer Gray**
- Heavy-based sealer especially designed for use on vertical seams.
- Heavier bodied consistency.
- Up to 1/8” bead can be applied easily.
- Weather well — does not crack or deteriorate in sunlight.
- Excellent adhesion to metal, paint, glass, rubber, etc.
- Resists gas and oil.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Container Size</th>
<th>Tubes Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08531</td>
<td>5 oz. Tube</td>
<td>6</td>
</tr>
</tbody>
</table>

**3M™ Clear Auto Sealer**
- Used for sealing leaks in windshields, backlites, reveal moldings, truck ornaments, taillights and other small seams on the auto body.
- Flexible and color stable.
- May be water tested soon after application.
- Will not harden or become brittle.
- Dries to smooth, bubble-free film.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Container Size</th>
<th>Tubes Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08551</td>
<td>5 oz. Tube</td>
<td>6</td>
</tr>
</tbody>
</table>

**3M™ Strip-Calk Black**
- Soft, non-hardening caulking material in one-foot lengths for use in all types of seams, joints and openings.
- Easily thumbed into place and smoothed with finger.
- May be painted immediately.
- Has non-sag consistency for vertical and overhead applications.
- Non-shrinking.
- Adheres to metal, paint, glass and rubber.
- Completely waterproof.
- Will not crack or dry out.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Container Size</th>
<th>Boxes Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08578</td>
<td>Box of 60</td>
<td>12</td>
</tr>
<tr>
<td></td>
<td>1’ Lengths</td>
<td></td>
</tr>
</tbody>
</table>

**3M™ Ultrapro™ Brushable Seam Sealer Gray**
- Designed to seal sheet metal overlap joints that have been spot welded, riveted or bolted together.
- Can be painted when dry.
- Adheres to primed or painted surfaces.
- Remains flexible and resists oil, fuel or other automotive fluids.
- Use for sealing floor pans, firewalls, trunk seams, shock absorber mounting towers, around wheelwells, fuel filler splash pans and around headlight and taillight openings.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Size</th>
<th>Cartridges Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08655</td>
<td>1/10th Gallon Cartridge</td>
<td>12</td>
</tr>
</tbody>
</table>

**3M™ Brushable Seam Sealer Gray**
- Specially developed to seal sheetmetal overlap joints that have been spot welded riveted or bolted together.
- Dries quickly without sag or flow to restore factory appearance.
- Can be painted when dry.
- Adheres to primed or painted surfaces.
- Remains flexible and resists oil, fuel and other automotive fluids.
- Use for sealing floor pans, firewalls, trunk seams, shock absorber mounting towers around wheelwells, fuel filler splash pans and around headlight and taillight openings.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Container Size</th>
<th>Quarts Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08656</td>
<td>1 Quart</td>
<td>6</td>
</tr>
</tbody>
</table>

**3M™ Super Silicone Sealant**
- Rapid-curing adhesive/sealant formulated to solve repair and maintenance problems.
- Excellent gasket adhesive and form-in-place gasket material.
- Adheres to a wide variety of automotive surfaces.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Color</th>
<th>Container Size</th>
<th>Quantity Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08661</td>
<td>Clear</td>
<td>3 oz. Tube</td>
<td>12</td>
</tr>
<tr>
<td>051135-08662</td>
<td>Black</td>
<td>3 oz. Tube</td>
<td>12</td>
</tr>
</tbody>
</table>

**Cartridges**

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Color</th>
<th>Container Size</th>
<th>Quantity Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08663</td>
<td>Clear</td>
<td>Fits 1/10 Gallon Cartridge Gun</td>
<td>12</td>
</tr>
<tr>
<td>051135-08664</td>
<td>Black</td>
<td>Fits 1/10 Gallon Cartridge Gun</td>
<td>12</td>
</tr>
</tbody>
</table>
3M™ Ultrapro™ High Temp Silicone Gasket
- Premium grade compound for form-in-place gasketing.
- Range from -20°F to 600°F intermittent.
- Oxygen sensor safe.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Tube/Cartridge Size/Color</th>
<th>Containers Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>051135-08672</td>
<td>3 fl. oz. tube/Black</td>
<td>6</td>
</tr>
<tr>
<td>NEW 051135-08673</td>
<td>5 fl. oz. tube/Black</td>
<td>6</td>
</tr>
<tr>
<td>NEW 051135-08674</td>
<td>1/10th Gallon Cartridge/Black</td>
<td>6</td>
</tr>
</tbody>
</table>

3M™ Scotch-Seal™ Metal Sealant 2084 Silver
- General purpose, medium viscosity sealant.
- Good adhesion to aluminum and glass.
- Ideally suited for beading glass in aluminum window channels.

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Size</th>
<th>Tubes Per Case</th>
</tr>
</thead>
<tbody>
<tr>
<td>021200-20227</td>
<td>5 oz. Tube</td>
<td>36</td>
</tr>
</tbody>
</table>