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3M™ Pin Strip Header
.100" × .100" Board Stacking 92X Series

Physical

Electrical

Environmental

Insulation
Material: Glass Filled Polyester (PBT) or High Temperature PCT

Flammability: UL 94V-0
Color: Black

Contact
Material: Copper Alloy

Plating
Underplating: 50 μ″ [ 1.27 μm ] Nickel
Wiping Area: 10 μ″ [ 0.25 μm ] Gold

Marking None

Current Rating: 2.5 A
Insulation Resistance: > 5 × 109Ω at 500 VDC

Withstanding Voltage: 1500 VRMS at Sea Level

Temperature Rating: -40°C to +105°C
Process Rating: 260°C, (High Temperature (PCT) ) version only single pass 

(profile per J-STD-020C)
(Standard Temperature (PBT) version), Maximum molded 
insulator temperature 191°C (Solder Wave Process Only)

Moisture Sensivity Level: 1 (per J-STD-020C) High Temperature (PCT) version only
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• 35 sizes (4 to 72 position)
• Standard .025″ square posts
• .100″ spacing between posts
• Board pin retention feature available
• See Regulatory Information Appendix (RIA)    

for chemical compliance information
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3M™ Pin Strip Header
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Table 1

Plating 3M Part Number Tail Length Code Dimensions

A B E

926142 01 0.428 [10.87] 0.100 [ 2.54] 0.628 [15.95]

Gold 926382 01 0.545 [13.84] 0.100 [ 2.54] 0.745 [18.92]

924527 28 0.235 [ 5.97] 0.793 [20.14] 1.128 [28.65]

Table 2
Pin  Code Pin 

Quantity
Dimension C 
(See Note 1)

02 04 0.20 [ 5.1]
03 06 0.30 [ 7.6]
04 08 0.40 [10.2]
05 10 0.50 [12.7]
06 12 0.60 [15.2]
07 14 0.70 [17.8]
08 16 0.80 [20.3]
09 18 0.90 [22.9]
10 20 1.00 [25.4]
11 22 1.10 [27.9]
12 24 1.20 [30.5]
13 26 1.30 [33.0]
14 28 1.40 [35.6]
15 30 1.50 [38.1]
16 32 1.60 [40.6]
17 34 1.70 [43.2]
18 36 1.80 [45.7]
19 38 1.90 [48.3]
20 40 2.00 [50.8]
21 42 2.10 [53.3]
22 44 2.20 [55.9]
23 46 2.30 [58.4]
24 48 2.40 [61.0]
25 50 2.50 [63.5]
26 52 2.60 [66.0]
27 54 2.70 [68.6]
28 56 2.80 [71.1]
29 58 2.90 [73.7]
30 60 3.00 [76.2]
31 62 3.10 [78.7]
32 64 3.20 [81.3]
33 66 3.30 [83.8]
34 68 3.40 [86.4]
35 70 3.50 [88.9]
36 72 3.60 [91.4]
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E Ref

.060 
[1.52]

.100 
[2.54]

.100 
[2.54]

.100 
[2.54]

.100 
[2.54]

.025 Sq Typ
[0.64]
.100 Typ
[2.54]

B  ±  .015

A  ±  .008

.215 [5.46]C

2X .05 Max
    [1.27]
(See Note 1)

Ø .040  ±  .003 After Plating
[1.02]

Recommended Hole Pattern

Notes:
1.Dimension C is a maximum when the pin strip is cut to length, Breaking not recommended on dual row parts.
2.Board pin retention feature available: change from ‘‘926'' to ‘‘9R6'' when ordering.

Ordering Information

92XXXX-XX-XX-XX

Pin Code
(See Table 2)

Tail Length Code
(See Table 1)

3M Part Number
(See Table 1) Plating Suffix

I = 10µ" [0.25 µm] Gold all over, PBT insulator (RIA E1 & C1 apply)

EU = 10µ" [0.25 µm] Gold all over, PCT insulator (RIA E1 & C1 apply)




