3M™ Thru-Board Socket

.100" and .100"” x .100" Straight, Solder Tails 929 Series

* 3-40 contacts on one row, 4-80 on two row

* Single hole board preparation simplifies board
layout

* No solder mask preparation speeds
' manufacturing assembly
28 » Top mounting allows single pass for wave
(\g% soldering
& ; * See Regulatory Information Index (RIA)
SN for chemical compliance information
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Physical
Insulation Glass Filled Polyester (PET)
Material:
Flammability: UL 94V-0
Color: Gray
Contact
Material: Copper Alloy
Plating
Underplating: 100 p” [ 2.54 um ] Nickel
Wiping Area: See ordering information options for thickness
Solder Tails: 100 p” [ 2.54 wm ] tin lead or 200 p" [ 5.08um ] matte tin
Marking: None

Electrical
Current Rating: 2 A
Insulation Resistance: > | x 10°Q at 500 Vpe
Withstanding Voltage: 1000 Vyyg at Sea Level

Environmental

Temperature Rating: -55°C to +105°C
Process Rating: 260°C, (profile per J-STD-020C)
Moisture Sensitivity Level: 1 (per J-STD-020C)

UL File No.: E68080

M 3M is a trademark of 3M Company.

Interconnect Solutions For technical, sales or ordering information call
http://www.3M.com/interconnects/ 800-225-5373



3M™ Thru-Board Socket

.100" and .100"” x .100" Straight, Solder Tails 929 Series
® ® Contact Dimension A
Inch Quantity +0.00[+0.00]
[mm] c 1 Row |2 Row 025 [-064]
Tolerance Unless Noted 04 0.20[5.08 ]
.0 .00 | .000 03 06 0.30[7.62]
inch| +.1 | £.01 [+.005 04 08 |0.40[10.16]
[ 1 Dimensions for Reference 05 10 [ 0.50[12.70]
Only
Recommended Solder 06 12 060 [15.24]
Flow Direction 07 14 [ 0.70[17.78]
A | .040 Sq Typ 08 16 0.80[20.32]
100 [1.02] 09 18 | 0.90[22.86]
[2541T | BimEE 10 20 | 1.00[25.40]
L@“ oy 11 22 | 1.10[27.94]
VoV 12| 24 [120[3048]
Recommended Solder 13 26 | 1.30[33.02]
Flow Direction 14 28 1.40[35.56 ]
15 30 1.50[38.10]
16 32 | 1.60[40.64 ]
.200
[5.08] 17 34 | 1.70[43.18]
- 1 18 36 1.80[45.72 ]
125 +.010
[1.02] [318] -005 19 38 1.90 [ 48.26 ]
20 40 2.00[50.80 ]
— 125+ 010 21 42 | 2.10[53.34]
235 015 [3.18] .005 22 44 2.20[55.88]
[5.97] :
[0.38] 23 46 | 230[58.42]
06 Ret 130 24 48 | 2.40[60.96 |
. er —! .
(231 4o 1L P {330] 060 i‘ L 160 25 | 50 | 250[63.50]
[ 1 571 .100 Ref [1.52] [4.06] 26 52 2.60 [ 66.04 ]
[254] .040 100 Ref 27 54 | 2.70[68.58]
t00224xx-00125T]yp [1.02] [2.54] 28 56 | 2.80[71.12]
: : Integral Solder .040
Maok Plugs [1.02] 29 | 58 [2.90[73.66]
(See Note 1) 30 60 3.00[76.20]
31 62 3.10[78.74 ]
32 64 3.20[ 81.28
@ 065+ 0057y, -100+.003 @065+ 005 Typ L !
[165] .002 [2.54] See Note 1 / [1.65] .002 33 66 | 3.30[83.82]
&e Note 1 > : 34 68 | 3.40[86.36]
) p 35 70 3.50[88.90]
.085 Typ -
I4M .075 Ty [2.16 ]y & 085 Typ 36 72 13.60[9144]
[1.91] Pad Size 4401 003 [2.16] 37 74 | 3.70[93.98]
.100 +.003 i AUV L .075 Typ Pad Si
[254] Pad Size [254] [191] adsize 38 | 76 |3.80[9652]
Pad Size 39 78 | 3.90[99.06 ]
Recommended Mounting Hole Pattern 40 80 |4.00[101.60]
Notes:
1. ltis recommended that the plated thru-hole on the ends be .062" [1.57] to .063" [1.60]. This will prevent the connector from floating during the wave soldering
process.

2. Integral solder mask plugs are removed after soldering by using the 3M™ Hand Tool 929013 with the 3M™ Molded Head 929025-0X-XX or 3M™ Hand Tool
929012 with the 3M™ Press 929050.

Do not hand solder this connector because the solder heat and volume of solder cannot be adequately controlled. This would make the integral plugs difficult
or impossible to remove.

The connector should be flow soldered such that it enters the solder wave, end first (width).

3.

4.

Ordering Information
929XXX-01-XX-XX

Plating Options:
1Row 2 Row
841 =Gold 842 = Gold Contact Quantity: —

(per row) see table

Gold Plating Thickness:

10 = Wiping Area 10 p" [0.25 um] gold with tin-lead tails (RIA E3 & C2 apply)
30 = Wiping Area 30 p" [0.76 um] gold with tin-lead tails (RIA E3 & C2 apply)
RA =10 p" [0.25 pm] gold wiping area with matte tin tails (RIA E1 & C1 apply)
RB =30 p" [0.76 uym] gold wiping area with matte tin tails (RIA E1 & C1 apply) TS-0814-05
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M
Interconnect Solutions
http://www.3M.com/interconnects/

3M is a trademark of 3M Company.
For technical, sales or ordering information call

800-225-5373








<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


