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Victory Series™

Funneled 2nd Molar Buccal Tubes

Part Numbers and Specifications

Victory Series™ Non-Convertible 2nd Molar Buccal Tubes

Maxillary

Slot Torque Distal Offset Length Slot L/R
APC™

PLUS
APC™

II
Part 

Number Base System
-19° 8° 3.9 mm .018 in UL 5 3 067-873 1 MBT™ / Sondhi

-19° 8° 3.9 mm .018 in UR 5 3 067-872 2 MBT / Sondhi

-19° 8° 3.9 mm .022 in UL 5 3 067-973 1 MBT / Sondhi

-19° 8° 3.9 mm .022 in UR 5 3 067-972 2 MBT / Sondhi

Mandibular

Slot Torque Distal Offset Length Slot L/R
APC
PLUS

APC 
II

Part 
Number Base System

-10° 0° 3.6 mm .018 in LL 5 3 067-536 3 MBT

-10° 0° 3.6 mm .018 in LR 5 3 067-537 4 MBT

-10° 0° 3.6 mm .022 in LL 5 3 067-636 3 MBT

-10° 0° 3.6 mm .022 in LR 5 3 067-637 4 MBT

-25° -6° 3.6 mm .018 in LL 5 3 067-538 3 Sondhi

-25° -6° 3.6 mm .018 in LR 5 3 067-539 4 Sondhi

-25° -6° 3.6 mm .022 in LL 5 3 067-638 3 Sondhi

-25° -6° 3.6 mm .022 in LR 5 3 067-639 4 Sondhi
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Use these prefixes 
to order APC™

PLUS or APC™ II 
Adhesive Coated 
Appliance System.

APC™ Adhesive 
coating only available 
with base.

Side Gripping Notches

Distal Notch for easy 
placement of ligatures

Seating Notch

Radiused Hook

Funneled Entry Way

Upper

LowerL

Upper

Prinect Color Editor
Page is color controlled with Prinect Color Editor 2.0.52
Copyright 2004 Heidelberger Druckmaschinen AG

To view actual document colors and color spaces, please
download free Prinect Color Editor (Viewer) Plug-In from:
http://www.heidelberg.com

Applied Color Management Settings:
Output Intent (Press Profile): OffsetSWOP U370FullK V25PO4.icm

Device Independent Image:
Rendering Intent: Perceptual
Black Point Compensation: no

Device Independent Graphic:
Rendering Intent: Perceptual
Black Point Compensation: no

Turn R=G=B (Tolerance 5.0%) Graphic into Gray: no
CMM for overprinting CMYK graphic: yes
Gray Image: Apply CMYK Profile: no
Gray Graphic: Apply CMYK Profile: no
Treat Calibrated RGB as Device RGB: no
Treat Calibrated Gray as Device Gray: yes
Remove embedded non-CMYK Profiles: yes
Remove embedded CMYK Profiles: yes

Applied Miscellaneous Settings:
All Colors to knockout: no
Pure black to overprint: yes  Limit: 100%
Turn Overprint CMYK White to Knockout: yes
Turn Overprinting Device Gray to K: yes
Enable Overprint in Device CMYK: yes

Create "All" from 4x100% CMYK: yes
Delete "All" Colors: no
Convert "All" to K: no


Prinect Trap Editor
Page is trapped with Prinect Trap Editor 4.0.52
Copyright 2004 Heidelberger Druckmaschinen AG

To view traps, delete traps or to get detailed trapping information,
please download free Prinect Trap Editor (Viewer) Plug-In from:
http://www.heidelberg.com

Settings:
Width: 0.088 mm  =  0.250 pt
Printorder: Black / Cyan / Magenta / Yellow / 
Step Limit: 25.0%
Common Density Limit: 0.50
Centerline Trap Limit: 100%
Trap Color Scaling: 80.0%
Image to Object Trapping: yes
Image to Image Trapping: yes
Black Width Scaling: 100.0%
Black Color Limit: 95.0%
Overprint Black Text: 32.0 pt
Overprint Black Strokes: yes  Limit: 0.71 mm  =  2.00 pt
Overprint Black Graphics: no





