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Efficiency and ease of use are at your fingertips when  

you choose Unitek™ Nitinol Heat-Activated Wire.  

Even in the most difficult, crowded cases, wire insertion 

and engagement can be facilitated with ease. From the 

initial phase of treatment through the intermediate 

phase, you can maximize the benefits of the pre-adjusted 

prescriptions in your appliance system.

Easy to Engage
At room temperature, or better yet, refrigerated 

temperature, Unitek  Nitinol Heat-Activated Wire is easy 

on your patients and easy on you. Initial flexibility of the 

wire provides the handling ease needed to engage and 

ligate the archwire.

Cross Section/Effective Torque

Easy on Your Patients
Once engaged, Unitek Nitinol Heat-Activated Wire 

generates light continuous forces. As a result, your 

patients will be more comfortable during their treatment 

time. Furthermore, the wire’s performance delivers 

more efficient tooth movement. This means less time in 

braces—a clear advantage over existing wire progression 

plans that includes stainless steel archwires.

Wired for a more engaging performance.

UnitekTM Nitinol Heat-Activated Wire maintains strict corner radius specifications 
resulting in the most effective torque delivered during treatment.

treatment
Optimal
efficiency



Easy on Your Practice & Consistent
By incorporating Unitek  Nitinol Heat-Activated Wire 

into your treatment plan, your practice will benefit 

by reduced chair time, fewer wire changes, and longer 

intervals between appointments. In fact, clinical trials 

have shown your treatment plan may require only two 

wire changes. 

Exacting production specifications and tolerances ensure 

wires of outstanding precision. Every lot is 100% three-

point bend tested at body temperature to assure the 

specified force is delivered consistently from case to case.

The Power of the Square
Available in .0175 and .021 square sizes, the power of 

the square dimension offers unique potential. Squares 

deliver improved loading forces as compared to rounds 

while maintaining an excellent working range. You have a 

powerful opportunity to fill the archwire slot and execute 

immediate torque control, as well as utilize the same 

initial wire into your intermediate phase of treatment.

The Easy Decision
Unitek Nitinol Heat-Activated Wire is available in the 

following configurations:

	 • OrthoForm™ I, II & III archforms

	 • Square, round, and rectangular shapes

	 • �Traditional folder ten-packs or unit-of-use  

individual packages

	 • Gold plated

Unitek  Nitinol Heat-Activated Wire, wired for optimal 

treatment efficiency every time, in every case.

Force Levels of Unitek™ Nitinol  
Heat-Activated Wire

Loading force level at room temperature 

Loading force level at refrigerator temperature

Unloading force level at body temperature

Actual clinical photos of .0175 square UnitekTM Nitinol Heat-Activated Wire shown 
in initial phase of treatment, and later in intermediate phase of treatment. This one 
wire was engaged for a five month period.
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Unitek™ Nitinol Heat-Activated Wire

SQUARE Folder Unit-of-use Folder Unit-of-use Folder Unit-of-use

.0175 x .0175 Upper 297-983 4297-983 297-975 4297-975 297-911 4297-911

.0175 x .0175 Lower 297-984 4297-984 297-976 4297-976 297-912 4297-912

.0210 x .0210 Upper 297-987 4297-987 297-979 4297-979 297-917 4297-917

.0210 x .0210 Lower 297-988 4297-988 297-980 4297-980 297-918 4297-918

RECTANGULAR

.016 x .022 Upper 297-981 4297-981 297-973 4297-973 297-913 4297-913

.016 x .022 Lower 297-982 4297-982 297-974 4297-974 297-914 4297-914

.017 x .025 Upper 297-995 4297-995 297-991 4297-991 297-921 4297-921

.017 x .025 Lower 297-996 4297-996 297-992 4297-992 297-922 4297-922

.019 x .025 Upper 297-985 4297-985 297-977 4297-977 297-919 4297-919

.019 x .025 Lower 297-986 4297-986 297-978 4297-978 297-920 4297-920

.021 x .025 Upper 297-997 4297-997 297-993 4297-993 297-923 4297-923

.021 x .025 Lower 297-998 4297-998 297-994 4297-994 297-924 4297-924

ROUND

.016 Upper 296-979 4296-979 296-985 4296-985 296-991 4296-991

.016 Lower 296-980 4296-980 296-986 4296-986 296-992 4296-992

.018 Upper 296-981 4296-981 296-987 4296-987 296-993 4296-993

.018 Lower 296-982 4296-982 296-988 4296-988 296-994 4296-994

*The Folder and Unit-of-use packs come with ten archwires per pack.
*�Gold Wire is available only in unit of use packs of five. To order add the number “6” at the end of the part number you need. For example the Gold version of part number 
4297-918 is 4297-9186.

OrthoForm™ I OrthoForm II OrthoForm III


