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3M™ EMI Absorber AB1000 and AB1000B Series

Product Description 
3M™ EMI Absorber AB1000 and AB1000B series consists of a flexible, soft metal flakes filler loaded in polymer 
resin and acrylic pressure sensitive adhesive.

Key Features and Benefits
	 •	 High performance at high frequency (several GHz)

	 •	 Improved performance vs the AB7000HF type in the 3-6 GHz range

	 •	 Pressure sensitive acrylic adhesive

	 •	 Supplied on a removable liner for ease of handling

	 •	 Halogen Free*

Applications 
3M™ EMI Absorber AB1000 and AB1000B series are useful for many applications where the manipulation of a 
flux field and reduction in EMI noise is desired. Typical applications include:

	 •	 EMI noise absorbers/attenuators

	 •	 Wireless LAN

	 •	 Mobile handhelds (MHH), including tablets and smart phones

	 •	 Notebook PCs

Available in standard 210 mm x 297 mm sheets. Customized sizes may be available.

* �Halogen Free is defined as having maximum 900 ppm bromine, maximum 900 ppm chlorine, and/or 	
maximum 1500 ppm total bromine and chlorine, per IEC 61249-2-21.
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3M™ EMI Absorber AB1000 and AB1000B Series

Product Construction

Magnetic Layer

Acrylic PSA Adhesive

PET Liner

Black PET Film (Optional)

Typical Properties
Note: �The following technical information and data should be considered representative or typical only and 

should not be used for specification purposes.

	 Structure

	 3M EMI Absorber	 Black PET Film (Optional)	 Magnetic Layer	 PSA	 Total (w/Black PET)

	 AB1005 (AB1005B)		  0.05 mm	 0.03 mm	 0.08 mm (0.11 mm)

	 AB1010 (AB1010B)		  0.1 mm	 0.03 mm	 0.13 mm (0.16 mm)

	 AB1020 (AB1020B)		  0.2 mm	 0.03 mm	 0.23 mm (0.26 mm)

	 AB1030 (AB1030B)		  0.3 mm	 0.03 mm	 0.33 mm (0.36 mm)

	 AB1050 (AB1050B)		  0.5 mm	 0.03 mm	 0.53 mm (0.56 mm)

0.03

(B* series only)

* The indication “B” at the end of product name means that Black PET cover film is on the top. Product indicated above table have +/- 10% total thickness tolerance.

	 Properties	 Typical Value

	 Magnetic Permeability**	 25 (at 3 MHz)

	 Operating Temperature (°C)	 -25 ~ +100

** These value are measured with Agilent E4991A RF Impedance / Material Analyzer.
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3M™ EMI Absorber AB1000 and AB1000B Series

Permeability (1GHz~6Gz)
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Typical Properties (continued)
Note: �The following technical information and data should be considered representative or typical only and 

should not be used for specification purposes.

Permeability (40MHz~4GHz)
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3M is a trademark of 3M Company.
Please recycle.
©3M 2015.  All rights reserved.
60-5002-0820-6

Electronics Materials Solutions Division
3M Center, Building 224-3N-11
St. Paul, MN 55144-1000	
1-800-251-8634   phone
    651-778-4244   fax
www.3M.com/electronics

Regulatory: For regulatory information about this product, contact your 3M representative.

Technical Information: The technical information, recommendations and other statements contained in this document are based upon 
tests or experience that 3M believes are reliable, but the accuracy or completeness of such information is not guaranteed.

Product Use: Many factors beyond 3M’s control and uniquely within user’s knowledge and control can affect the use and performance 
of a 3M product in a particular application. Given the variety of factors that can affect the use and performance of a 3M product, user 
is solely responsible for evaluating the 3M product and determining whether it is fit for a particular purpose and suitable for user’s 
method of application.

Limitation of Liability: Except where prohibited by law, 3M will not be liable for any loss or damage arising from the 3M product, 
whether direct, indirect, special, incidental or consequential, regardless of the legal theory asserted, including warranty, contract, 
negligence or strict liability.

Warranty, Limited Remedy, and Disclaimer: Unless an additional warranty is specifically stated on the applicable 3M product 
packaging or product literature, 3M warrants that each 3M product meets the applicable 3M product specification at the time 3M ships 
the product. 3M MAKES NO OTHER WARRANTIES OR CONDITIONS, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, 
ANY IMPLIED WARRANTY OR CONDITION OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR ANY IMPLIED 
WARRANTY OR CONDITION ARISING OUT OF A COURSE OF DEALING, CUSTOM OR USAGE OF TRADE. If the 3M product does 
not conform to this warranty, then the sole and exclusive remedy is, at 3M’s option, replacement of the 3M product or refund of the 
purchase price. 


