Guide for 3M™ ANSI Hard Hats, Headgear, and Faceshields

<table>
<thead>
<tr>
<th>Product</th>
<th>Model</th>
<th>Color</th>
<th>Standard</th>
<th>Shade</th>
<th>Size</th>
<th>Weight</th>
<th>NRR</th>
<th>ANSI Rating</th>
<th>Impact Rating</th>
<th>Temp Rating</th>
<th>Suspension Size</th>
<th>Compatibility</th>
<th>Accessories</th>
</tr>
</thead>
<tbody>
<tr>
<td>H-706PFK</td>
<td>82603</td>
<td>White</td>
<td>H-700 + LP</td>
<td>3</td>
<td>M</td>
<td>8 oz</td>
<td>23</td>
<td>ANSI Class 3</td>
<td>Class A</td>
<td>Class 3</td>
<td>200°F</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td>H-706PFK</td>
<td>82706-10000</td>
<td>White</td>
<td>H-700 + LP</td>
<td>3</td>
<td>M</td>
<td>8 oz</td>
<td>23</td>
<td>ANSI Class 3</td>
<td>Class A</td>
<td>Class 3</td>
<td>200°F</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td>H-706PFK</td>
<td>82518</td>
<td>White</td>
<td>H-700 + LP</td>
<td>3</td>
<td>M</td>
<td>8 oz</td>
<td>23</td>
<td>ANSI Class 3</td>
<td>Class A</td>
<td>Class 3</td>
<td>200°F</td>
<td>Yes</td>
<td>Yes</td>
</tr>
<tr>
<td>H-706PFK</td>
<td>82543-CP</td>
<td>White</td>
<td>H-700 + LP</td>
<td>3</td>
<td>M</td>
<td>8 oz</td>
<td>23</td>
<td>ANSI Class 3</td>
<td>Class A</td>
<td>Class 3</td>
<td>200°F</td>
<td>Yes</td>
<td>Yes</td>
</tr>
</tbody>
</table>

Noise Reduction Rating (NRR): 23 dB

3M™ UVicator™ Sensor: 0.08" thick H24M H24T*
0.04" thick H24M H24T*

**Key Benefits**
- Blocks IR Tinted
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,
- Tinted For
- Blocks IR
- Chemical Tinted For
- Steel Mesh,