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WEIGHT - LB. (KG)
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6'8" ( 203 ) 

6'6" ( 198 ) 

6'4" ( 193 ) 

6'2" ( 188 ) 

6'0" ( 183 ) 

5'10" ( 178 )

5'8" ( 173 ) 

5'6" ( 168 ) 

5'4" ( 163 ) 

5'2" ( 158 ) 

5'0" ( 152 ) 

4'10" ( 147 )
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MED / LG

3M™ Protecta® Harness Sizing Guidance 



 17
2 

(3
80

)

18
2 

( 4
00

)

POIDS – kg (lb)

H
A

U
T

EU
R

 –
 C

M
 (

P
I/

P
O

)

203 cm  
(6 pi 8 po) 

198 cm  
(6 pi 6 po) 

193 cm  
(6 pi 4 po) 

188 cm  
(6 pi 2 po) 

183 cm  
(6 pi 0 po) 

178 cm  
(5 pi 10 po)

173 cm  
(5 pi 8 po) 

168 cm  
(5 pi 6 po) 

163 cm  
(5 pi 4 po) 

158 cm  
(5 pi 2 po) 

152 cm  
(5 pi 0 po) 

147 cm  
(4 pi 10 po)
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3M Full Body Harnesses are designed, tested and certified with a user capacity range of 130 lbs. to 310 lbs. as defined by ANSI/ASSP Z359.11 and up to 420 lbs. conforming with OSHA 29 CFR 1910.140 and 
1926.502 regulations. For users below the weight capacity range of 130 lbs., the application shall be evaluated by the employer’s Competent Person to determine alternate or applicable protection methods. 
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