To Our Customers:

These are trying times and the pressure is high to stay healthy, keep your business running, pay employees, and battle the COVID-19 pandemic.

We understand and we are here to support you. Our complete portfolio is available but 3M has prepared extra stock of critical PSA products* to help you run your business, even if you’re not a current 3M customer.

[Contact Information]

Research Products
Review products and applications on our website.

1-800-831-0658
Our phone agents are happy to answer your question or direct you to a resource.

Ask A 3M Expert
Fill out a brief form and one of our experts will get back to you.

Chat with Us
Ask your question through an online chat session. Hours of availability are 8AM - 4:30PM CST

Find Technical Data
Search the 3M Technical Database for technical data on our solutions.

*Lead times may extend slightly as we work to process a surge in orders.
Applications that make a difference

Medical
Get plastic to stick — STAT.

Durable adhesives for demanding applications
When there’s a lot on the line, trust 3M™ 200MP High Performance Acrylic Adhesive — ideal for use in highly regulated industries such as automotive, aerospace, medical and electronics.

Featured applications include:
- Aerospace scuff strips, de-icing boots, lighting protection systems
- Air bag inflator burst discs
- Disc brake shims
- High temperature/high pressure autoclaves
- Engine and transmission control modules
- LED tailights
- Metal bonding/cledeing
- Kickplates
- High temperature graphics/labels
- Nameplates

Healthcare & Hospital
Leave no room for error.
Cleaner, tighter edges mean you’ve got precision at your fingertips — and you can count on it when it matters most.

Bond printed polycarbonate to polyester in a membrane switch with 3M™ Acrylic Adhesive 200MP

HVAC Design
Support heating and cooling efficiency.
Enhance any indoor environment — and your design toolkit — with gasket-sealing adhesives that won’t leak or rattle.

Attach closed-cell foam to galvanized steel with 3M™ Double Coated Tape 9892HL.
<table>
<thead>
<tr>
<th>Adhesive Family</th>
<th>Features</th>
<th>Products</th>
<th>Nominal Thickness</th>
<th>Construction</th>
<th>Max Widths</th>
</tr>
</thead>
</table>
| 100MP High Performance Acrylic Adhesive | • High shear strength even at elevated temperatures.  
• Higher peel strength than most other acrylies  
• Short term heat resistance up to 500°F | 9460PC, F9469PC | 10mil/260um  
2mil/51um  
5mil/127um | ATT  
ATT  
ATT | 50 in & 61 in  
61.75 in, 61 in  
61 in, 61.75 in |
| 200MP High Performance Acrylic Adhesive | • Outstanding adhesion to metal and high surface energy plastics  
• Excellent shear strength  
• Short term repositionability for placement accuracy  
• Up to 400°F short term heat resistance  
• Excellent solvent resistance | 467MP  
468MP  
7952MP  
7955MP  
9495MP  
9495B  
9667MP  
7962MP | 2mil/51um  
5mil/127um  
2mil/51um  
5mil/127um  
5.7mil/140um  
4mil/100um  
2mil/51um  
2.3mil/60um | ATT  
ATT  
Double Liner ATT  
Double Liner ATT  
DCPET  
DC Black PET  
ATT Heavy Liner  
Double Liner ATT | 61.75 & 50 in  
61.75 in  
50 in  
56 in  
56 in |
| 300MP High Tack Acrylic Adhesive | • Designed for hard to bond surfaces like textiles and foams  
• Up to 250°F short term heat resistance | 9832  
9832HL | 4.8mil/120um  
4.8mil/120um | DCPET  
DCPET Heavy Liner | 55.5 in  
55.5 in |
| 300LSE Low Surface Energy Acrylic Adhesive | • Outstanding adhesion to low surface energy plastics, powder coated paints and lightly oiled metals  
• Good chemical and humidity resistance  
• Up to 300°F short term heat resistance | 9472LE  
9672LE  
9471LE  
9671LE  
9495LE  
9490LE | 5.2mil/132um  
5.2mil/132um  
2mil/51um  
2mil/51um  
6.7mil/170um  
6.7mil/170um | ATT  
ATT  
ATT  
ATT Heavy Liner  
DCPET  
DCPET | 55.5 in  
55.5 in  
55.5 in  
55.5 in  
55.5 in |
| 220 Acrylic Adhesive | • Up to 350°F short-term heat resistance and good chemical resistance.  
• Good shear strength and chemical resistance for general purpose industrial applications  
• Good adhesion to most metal and high surface energy plastics | 9502  
9505 | 2mil/51um  
5mil/127um | ATT  
ATT | 50.75 in & 61.75 in  
50 in |

3M Customer Service: US - 1-800-831-0658
For additional product information, please visit: www.3m.com/ThinBonding
## Product Availability

Updated 8/24/2020

<table>
<thead>
<tr>
<th>Product</th>
<th>Jumbo Width (&quot;)</th>
<th>Availability</th>
<th>Replenishment Date</th>
</tr>
</thead>
<tbody>
<tr>
<td>9505</td>
<td>61.0304</td>
<td>Out of Stock</td>
<td>8/29/2020</td>
</tr>
<tr>
<td>467MP</td>
<td>50</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>467MP</td>
<td>61.75</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>468MP</td>
<td>50</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>7952MP</td>
<td>50</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>7955MP</td>
<td>50</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9471LE</td>
<td>55.5</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9472LE</td>
<td>55.5</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9671LE</td>
<td>55.5</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9672LE</td>
<td>55.5</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9832HL</td>
<td>55.5</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9465PC</td>
<td>56</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9495B</td>
<td>56</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9495LE</td>
<td>55.5</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9495MP</td>
<td>55.875</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>7962MP</td>
<td>50</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9490LE</td>
<td>55.5</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>F9473PC</td>
<td>50</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9460PC</td>
<td>61.75</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>F9460PC</td>
<td>61.75</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>F9469PC</td>
<td>61.75</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9469PC</td>
<td>61.75</td>
<td>Limited Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9473PC</td>
<td>61.75</td>
<td>Limited Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9502</td>
<td>61.75</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9502</td>
<td>50</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9505</td>
<td>50</td>
<td>Inventory Available</td>
<td>N/A - Inventory Fully Available</td>
</tr>
<tr>
<td>9832</td>
<td>55.5</td>
<td>Out of Stock</td>
<td>8/27/2020</td>
</tr>
</tbody>
</table>

**Key**
- Inventory Available
- Limited Inventory Available
- Out of Stock

© 3M APRIL 2020. All Rights Reserved.
Product Selection and Use: Many factors beyond 3M’s control and uniquely within user’s knowledge and control can affect the use and performance of a 3M product in a particular application. As a result, customer is solely responsible for evaluating the product and determining whether it is appropriate and suitable for customer’s application, including conducting a workplace hazard assessment and reviewing all applicable regulations and standards (e.g., OSHA, ANSI, etc.). Failure to properly evaluate, select, and use a 3M product and appropriate safety products, or to meet all applicable safety regulations, may result in injury, sickness, death, and/or harm to property.

Warranty, Limited Remedy, and Disclaimer: Unless a different warranty is specifically stated on the applicable 3M product packaging or product literature (in which case such warranty governs), 3M warrants that each 3M product meets the applicable 3M product specification at the time 3M ships the product. 3M MAKES NO OTHER WARRANTIES OR CONDITIONS, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OR CONDITION OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, OR ARISING OUT OF A COURSE OF DEALING, CUSTOM, OR USAGE OF TRADE. If a 3M product does not conform to this warranty, then the sole and exclusive remedy is, at 3M’s option, replacement of the 3M product or refund of the purchase price.

Limitation of Liability: Except for the limited remedy stated above, and except to the extent prohibited by law, 3M will not be liable for any loss or damage arising from or related to the 3M product, whether direct, indirect, special, incidental, or consequential (including, but not limited to, lost profits or business opportunity), regardless of the legal or equitable theory asserted, including, but not limited to, warranty, contract, negligence, or strict liability.