Technical Data Sheet

Effective: 30/11/2022 Supersedes: NEW

Automotive Aftermarket Division

3M™ Masking Paper

1)  Part Numbers

06290 3M™ Masking Paper, 200 mm x 400 m
06291 3M™ Masking Paper, 300 mm x 400 m
06281  3M™ Masking Paper, 450 mm x 400 m
06282 3M™ Masking Paper, 600 mm x 400 m
06283 3M™ Masking Paper, 900 mm x 400 m
06284 3M™ Masking Paper, 1150 mm x 400 m

2) Description and end uses
3M™ Masking Paper is specifically manufactured for automotive aftermarket
applications and is a traditional product for protecting areas of the vehicle to be
protected from paint overspray during collision repair. 3M™ Masking Paper is easily
cut and fixed with to the car with 3M™ Masking tapes.

3) Physical Properties

Colour Brown

Weight 40 gr/m2

Overall Thickness (Metric) 0.51 mm
Overall Length (Metric) 400 m

4) Directions for Use
3M™ Masking Paper is designed for masking parts of the vehicle when applying
primers, coatings and paints typically used in collision repair. The top side surface of
the Masking Paper is specially treated to give excellent adhesion to paints, avoiding
flaking issues throughout the refinish process

5) Storage
For best performance, store product in the original carton under normal conditions of
21°C and 50% relative humidity.
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6) Safety
Many factors beyond 3M’s control and uniquely within user’s knowledge and control
can affect the use and performance of a 3M product in a particular application. Given
the variety of factors that can affect the use and performance of a 3M product, user
is solely responsible for evaluating the 3M product and determining whether it is fit
for a particular purpose and suitable for user’s method of application.

3M™ Masking Paper is designed FOR PROFESSIONAL INDUSTRIAL USE ONLY.

7) Disclaimer
All statements, technical information and recommendations are based on tests we
believe to be reliable as at the date of hereof, but the accuracy or completeness
thereof is not guaranteed. Please ensure before using the product that it is suitable for
your intended use. Since the conditions and methods of use of the product and of the

information referred to herein are beyond our control, other than for fraudulent
misrepresentation, 3M expressly disclaims any and all liability as to any results
obtained or arising from any use of the product or reliance on such information.

For Additional Health and Safety Information

3M United Kingdom plc
Automotive Aftermarket
3M Centre,

Cain Road,

Bracknell,

RG12 8HT

Tel: +44 (0)161 237 6391
aadukengquiries@mmm.com
www.3Mbodyshop.co.uk

3M Ireland Limited
Automotive Aftermarket
The lveagh Building
Carrickmines Park
Carrickmines , Dublin 18
Tel: +353 12160301
aadukengquiries@mmm.com
www.3Mbodyshop.co.uk

3M Denmark a/s
Automotive Aftermarket
Hannemanns Allé 53
2300 Kgbenhavn S

Tel: +45 43480100
aadukenquiries@mmm.com
www.3MAuto.dk

3M Finland, Suomen 3M Oy
Autotuotteet

Keilaniementie 1

02151 Espoo

Tel: 09 5252 1
aadukenguiries@mmm.com
www.3M.fi/autotuotteet

3M Svenska AB
Automotive Aftermarket
Herrjérva torg 4

170 67 Solna

Tel: 08-922100
aadukenguiries@mmm.com
www.3M.se/bileftermarkad

3M Norge AS
Automotive Aftermarket
Kanalveien 2

2004 Lillestrgm

Tel: 06384
aadukengquiries@mmm.com
www.3m.no/auto

3M Latvija

K.UImana 5

Riga, LV-1004

Tel: +371 67066120
aadukenquiries@mmm.com
www.3m.lv

3M Eesti OU

Parnu mnt. 158

11317 Tallinn

Tel: +372 6 115 902
aadukenquiries@mmm.com
www.3m.ee

3M Lietuva

A.Gostauto str. 40 A
LT-01112 Vilnius

Tel: +370 52160780
aadukenquiries@mmm.com
www.3m.lt

3M is a trademark 3M Company, © 3M 2022, All rights reserved.
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