






3M™ High Flow CLX Series

High Flow HF98-CLX/S
•	 �High-capacity filtration solution rated at up  

to 283.906 Litres of chlorine and chloramines 
reduction in ONE single cartridge

•	 ��Single-cartridge flow rates and capacities 
previously available only with three or four 
cartridge systems

•	 ��Reduces particulate, chloramines and chlorine 
taste and odour from incoming water

•	 ��Chloramines reduction helps eliminate 
corrosion damage to stainless steel kitchen 
equipment and rubber plumbing fittings

•	 ��Up to 12-month cartridge life

•	 ��Fast and easy cartridge change-outs with 
Sanitary Quick Change (SQC) encapsulated 
cartridge design

•	 ��Certification to NSF/ANSI 42 

The ones that  
get it done. 
Introducing the 3M™ High Flow CLX Series.

Are you prepared if your 
municipality changes the 
chemicals it uses to treat your 
water? It’s not uncommon for 
municipalities to change the 
chemicals in their process  
from chlorine to chloramines  
and vice versa – which could 
impact the quality of your  
water. But now you can  
remove the worry and 
uncertainty while reducing 
contaminants with one single 
filter solution – the 3M™ High 
Flow CLX Series. 

Water filtration 
technology.

The majority of 
the UK municipal 
water is using 
water treated with 
chloramines.

3X
More than

the taste and odour 
reduction capacity 
of the leading 
competitor’s  
pre-coat filter.
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Foodservice Water Filtration Products I 3M™ High Flow CLX Series

Cold Beverage
HF60-CLX
Applications
Fountain/Post Mix

•	 �Single Carbonator, Frozen 
carbonated beverage  
and/or Non-Carb Dispensers

Juice Machines

•	 �Single and Multi-Dispenser, 
Push Button and Portion-
Control Juice Machines

Multi-Application System
Select models feature Integrated Membrane Pre-Activated 
Carbon Technology (“I.M.P.A.C.T.”) media. These centralised 
systems deliver filtered water to multiple pieces of equipment 
that require different water characteristics

Dual-Flow System for Cold 
Beverages, Ice and Coffee
DIDF260-CLX
Applications
Fountain/Post Mix
•	 �Single or Dual Carbonator,  

Frozen carbonated beverage  
and/or Non-Carb Dispensers

Ice Machines
•	 �Commercial Cubers and/or Flakers

Single-Application Systems
Select models feature Integrated Membrane  
Pre-Activated Carbon Technology (“I.M.P.A.C.T.”) 
media. These systems deliver quality water to single 
applications and are compact, making them ideal for 
under-counter installations.

HF98-CLX
Applications
Fountain/Post Mix

• �High Volume Single 
Carbonator, Frozen  
carbonated beverage  
and/or Non-Carb  
Dispensers

Juice Machines

• �High Volume Single and  
Multi-Dispenser, Push  
Button and Portion-Control 
Juice Machines
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Model/Part 3M ID 3M SAP ID Micron Rating Replacement Cartridge Flow Rate (lpm) Capacity (L) Reduction Claims

Dual Flow Series4

DIDF260-CLX5,6 70071473121 7100271897 0.2 micron

DIDF260-CLX CARTPAK, 
5613834 (two (2) HF60-CLX 
cartridges and one (1)  
HF60-S-SR5 cartridge)

12.64 lpm/chloramines
26.50 lpm/CTO

47,696 L/chloramines
Particulate, chloramines, chlorine taste and 
odour, cyst1, bacteria2, scale3

264,979 L/chlorine

Replacement Cartridges

HF45-CLX 70020343599 7100271891 5 micron HF45-CLX
5637113

2.65 lpm/chloramines
9.46 lpm/CTO 94,635 L Particulate, chloramines, chlorine taste and odour

HF45-CLXS 70020353754 7100271889 5 micron HF45-CLXS
5637116

2.65 lpm/chloramines
9.46 lpm/CTO 94,635 L Particulate, chloramines, chlorine taste and odour 

and scale3

HF65-CLX 70020342658 7100271880 5 micron HF65-CLX
5637213

3.79 lpm/chloramines
13.25 lpm/CTO 132,489 L Particulate, chloramines, chlorine taste and odour

HF65-CLXS 70020353762 7100271888 5 micron HF65-CLXS
5637227

3.79 lpm/chloramines
13.25 lpm/CTO 132,489 L Particulate, chloramines, chlorine taste and odour 

and scale3

HF98 70020353804 7100271885 5 micron HF98
5637320 18.93 lpm/CTO 283,906 L Particulate, chlorine taste and odour

HF98-S 70020353812 7100271884 5 micron HF98-S
5637321 18.93 lpm/CTO 283,906 L Particulate, chlorine taste and odour and scale3

HF98-CLX 70020353788 7100271887 5 micron HF98-CLX
5637318

5.68 lpm/chloramines
18.93 lpm/CTO 283,906 L Particulate, chloramines, chlorine taste and odour

HF98-CLXS 70020353796 7100271886 5 micron HF98-CLXS
5637319

5.68 lpm/chloramines
18.93 lpm/CTO 283,906 L Particulate, chloramines, chlorine taste and odour 

and scale3

HF60-CLX 70020342625 7100271883 0.2 micron HF60-CLX
5637210

6.32 lpm/chloramines
13.25 lpm/CTO

23,848 L /chloramines
Particulate, chloramines, chlorine taste and 
odour, cyst¹ and bacteria2

132,489 L /chlorine

HF60-CLXS 70020342633 7100271881 0.2 micron HF60-CLXS
5637211

6.32 lpm/chloramines
13.25 lpm/CTO

23,848 L /chloramines
Particulate, chloramines, chlorine taste and 
odour, cyst¹, scale3 and bacteria2

132,489 L /chlorine

HF90-CLX 70020342682 7100271759 0.2 micron HF90-CLX
5637301

6.32 lpm/chloramines
18.93 lpm/CTO

52,996 L /chloramines
Particulate, chloramines, chlorine taste and 
odour, cyst1, and bacteria2

132,489 L /chlorine

3M™ High Flow CLX Series Filter System 

1	Based on testing using Cryptosporidium parvum oocysts
2	Reduction of Water-borne bacteria as demonstrated with 99.99% reduction of surrogate organism E. coli (ATCC 11229) and P. fluorescens (ATCC 

49642) in manufacturer’s lab test.
3	As tested and verified by manufacturer’s laboratory.
4	Select a Dual Flow Series system if you would like to keep chlorine and/or chloramine in the water feeding the ice machine. Capacity shown in the 
table is for beverage/coffee machines outlet. Ice machine capacity is not applicable for all Dual Flow Series products listed.

5	Separate inlet for ice and beverage flow.
6	Flow rate shown in the table is for beverage/coffee machines outlet. Ice machine flow rate for all Dual Flow Series products listed is 12.64 lpm.

Foodservice Water Filtration Products I 3M™ High Flow CLX Series
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Product Selection and Use:

Many factors beyond 3M’s control and uniquely within user’s knowledge and control can affect the use and performance of a 3M product in a particular application.  
As a result, customer is solely responsible for evaluating the product and determining whether it is appropriate and suitable for customer’s application, including  
conducting a workplace hazard assessment and reviewing all applicable regulations and standards (e.g., OSHA, ANSI, etc.). Failure to properly evaluate, select, and use 
a 3M product and appropriate safety products, or to meet all applicable safety regulations, may result in injury, sickness, death, and/or harm to property.

Warranty, Limited Remedy and Disclaimer:

Unless a different warranty is specifically stated on the applicable 3M product packaging or product literature (in which case such warranty governs), 3M 
warrants that each 3M product meets the applicable 3M product specification at the time 3M ships the product. 3M MAKES NO OTHER WARRANTIES OR 
CONDITIONS, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OR CONDITION OF MERCHANTABILITY, FITNESS 
FOR A PARTICULAR PURPOSE, OR ARISING OUT OF A COURSE OF DEALING, CUSTOM, OR USAGE OF TRADE. If a 3M product does not conform to this 
warranty, then the sole and exclusive remedy is, at 3M’s option, replacement of the 3M product or refund of the purchase price. 

Limitation of Liability:

Except for the limited remedy stated above, and except to the extent prohibited by law, 3M will not be liable for any loss or damage arising from or related to 
the 3M product, whether direct, indirect, special, incidental, or consequential (including, but not limited to, lost profits or business opportunity), regardless of 
the legal or equitable theory asserted, including, but not limited to, warranty, contract, negligence, or strict liability.

3M Separation and Purification Sciences Division

3M United Kingdom PLC 
3M Centre, Cain Road 
Bracknell, RG12 8HT 
Tel: +44 (0)845 6025 237 
3Mwaterfiltration@mmm.com 
3M.co.uk/waterquality


