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3M™ QS1000 Cold Shrink Single Core 
Inline Joint with Cold Shrink Re-jacketing 

Technical datasheet 

 
 
 
 
 
 
 
 
 
 
 
Product Description 
 
3M™ QS1000 Cold Shrink Series Kits are designed for inline splicing at 6.6/11(12kV) and 8.7/15(17.5)kV 
voltage classes. Suitable for single core polymeric power cable systems with copper tape screen and 
armour, according to HD 620 (IEC 60502).  
3M™ 92-AG6x2-1/C Inline Joint Series includes the Cold Shrink QS1000 silicone splice body with 
integrated stress control device, conductive electrode, silicone elastomeric insulation and outer semi-
conductive layer. Also included are Copper Screen sleeve, Constant Force springs for metallic screen 
connection, armour connection components, mechanical phase connector, and thick walled EPDM rubber 
Cold Shrink outer tubes to re-build the cable outer jacket.  
 
Selection Guide 
 

 

Kit Reference 
Diameter over Cable 

jacket max.(mm) 
Diameter over Primary 

Insulation (mm) 

Cross Section (mm²) 

6/10(12)kV & 
6.35/11(12)kV 

92-AG612-1/C 39 17.7 – 26.0 70 – 150 

92-AG622-1/C 46 22.3 – 33.2 185 – 240 

92-AG632-1/C 56 28.4 – 42.0 300 – 400 
 
 
Type Test 
 
3M™ QS1000 Inline Joint Series meets the requirements of the European standard CENELEC HD 629.1 
and IEC 60502-4. See Test Reports TR-001929, TR-001383, TR001898, TR-001328, and TR-001543. 
 
Installation & Handling 
 
3M™ Cold Shrink technology ensures quick, easy and safe installation of the QS1000 Splice Body and 
outer protection tubes by pulling and unwinding the plastic support core in counterclockwise direction.  
Use of special tools is not necessary.  
Detailed instructions for installing the 3M QS1000 Series Inline Joints are included in each kit. 



 

Important Notice 

 

Technical Information:  The technical information, guidance, and other statements contained in this document or otherwise provided by 3M are based upon records, 

tests, or experience that 3M believes to be reliable, but the accuracy, completeness, and representative nature of such information is not guaranteed.  Such 

information is intended for people with knowledge and technical skills sufficient to assess and apply their own informed judgment to the information.  No license 

under any 3M or third party intellectual property rights is granted or implied with this information. 

 

Product Selection and Use:  Many factors beyond 3M’s control and uniquely within user’s knowledge and control can affect the use and performance of a 3M 

product in a particular application.  As a result, customer is solely responsible for evaluating the product and determining whether it is appropriate and suitable for 

customer’s application, including conducting a workplace hazard assessment and reviewing all applicable regulations and standards (e.g., OSHA, ANSI, etc.).  Failure 

to properly evaluate, select, and use a 3M product in accordance with all applicable instructions and with appropriate safety equipment, or to meet all applicable 

safety regulations, may result in injury, sickness, death, and/or harm to property. 

 

Warranty, Limited Remedy, and Disclaimer:  Unless a different warranty is specifically stated on the applicable 3M product packaging or product literature (in which 

case such warranty governs), 3M warrants that each 3M product meets the applicable 3M product specification at the time 3M ships the product.  3M MAKES NO 

OTHER WARRANTIES OR CONDITIONS, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OR CONDITION OF 

MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, OR ARISING OUT OF A COURSE OF DEALING, CUSTOM, OR USAGE OF TRADE.  If a 3M product 

does not conform to this warranty, then the sole and exclusive remedy is, at 3M’s option, replacement or repair of the 3M product or refund of the purchase price.  

Warranty claims must be made within one (1) year from the date of 3M’s shipment.   

 

Limitation of Liability:  Except for the limited remedy stated above, and except to the extent prohibited by applicable law, 3M will not be liable for any loss or damage 

arising from or related to the 3M product, whether direct, indirect, special, incidental, or consequential (including, but not limited to, lost profits or business 

opportunity), regardless of the legal or equitable theory asserted, including, but not limited to, warranty, contract, negligence, or strict liability. 

 

Disclaimer: 3M industrial and occupational products are intended, labelled, and packaged for sale to trained industrial and occupational customers for workplace use. 

Unless specifically stated otherwise on the applicable product packaging or literature, these products are not intended, labelled, or packaged for sale to or use by 

consumers (e.g., for home, personal, primary or secondary school, recreational/sporting, or other uses not described in the applicable product packaging or 

literature), and must be selected and used in compliance with applicable health and safety regulations and standards (e.g., U.S. OSHA, ANSI), as well as all product 

literature, user instructions, warnings, and limitations, and the user must take any action required under any recall, field action or other product use notice. Misuse of 

3M industrial and occupational products may result in injury, sickness, or death. For help with product selection and use, consult your on-site safety professional, 

industrial hygienist, or other subject matter expert. For additional product information, visit www.3M.com. 
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3M™ QS1000 Cold Shrink Single Core Inline Joint with Cold Shrink Re-jacketing 

 
Product Features 
 

 The versatile design of the prefabricated one-piece cold shrink splice body allows installation on a 
wide range of cable sizes and types and a fast and easy installation at temperatures ranging from    
-20°C to +50°C. 

 No heat or flame is needed during splice body installation. 
 Mechanical connector provides quick and easy connection, with no special tooling.  
 Solderless earth connection by means of Copper Stocking and Constant Force springs. 
 Thick walled, EPDM rubber Cold Shrink outer re-jacketing tubes provide mechanical protection and 

moisture sealing of the completed Inline joints. 
 No special tools are needed during splice installation. 

 
 
Shelf Life & Storage 
 
The shelf life of 3M™ QS1000 Series Inline Joints is specified as 3 years. 
Temperature:  - 40°C to +50°C. 
 


