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Case Study

3M  Stamark  All Weather Removable Tape 
Series 710IR helps improve worker safety and 
jobsite efficiency.

Introduction

In May 2022, the Florida Department of 
Transportation (FDOT) began a comprehensive 
reconstruction project on State Road 25/US 
27/Okeechobee Road in Miami-Dade County 
(FDOT District 6). The project included a second-
level overpass, four new bridges, widened 
roadways and frontage roads. This area is highly 
congested with heavy traffic, making it a dangerous 
work zone environment.

Customer Challenge

A critical challenge for road contractors is to 
provide effective temporary pavement markings in 
work zones. These markings must be visible during 
adverse weather conditions, withstand heavy ADT, 
and still be easily removable in large pieces. If not, 
temporary markings need to be removed by water 
blasting or grinding, which can damage the new 
finished surface by leaving permanent scarring and 
ghost lines.

Visibility, adhesion and the durability of temporary 
removable tapes in high traffic work zones is the 
concern.

After repeated adhesion issues of a competitor's 
removable tape, FDOT asked 3M for a product that 
could handle the conditions of this demanding work 
zone.

Customer Profile

Project sponsor: State of Florida 
(FDOT District 6) 

Location: West Okeechobee Road 
(US Hwy 27) at Hialeah Gardens Blvd

Customer challenge: Needed a 
durable temporary marking that can 
stand up to the challenging ADT

Duration: 7 months

Solution: Wet Reflective Temporary 
Pavement Markings
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Solution

3M  Stamark  All Weather Removable Tape Series 710IR was chosen for its high index, wet 
retroreflective optics and high tensile strength. It features a reinforced scrim netting that delivers 
1,300 lbs. of tensile strength enabling it to remain intact under very high traffic conditions. The 
specially formulated adhesive enables the tape to adhere firmly in place for the duration of the 
project yet removes quickly and cleanly. 

The product was put to the test and after 7 months, crews were able to remove the tape virtually 
intact. This has never been possible in the past and greatly reduced the number of workers 
needed, thus reducing exposure man hours in the work zone. Another major benefit is that it 
eliminates the need for water blasting or grinding to remove the removable tape, thus eliminating 
permanent surface scarring or ghost lines on finished road surfaces. 

The contractor's response was overwhelmingly positive. "The integrity of the tape…It's incredible. 
I'm shocked,” One FDOT consultant said. “The strength of this tape to stay together after that 
traffic is unreal,” said a prime contractor. 

3M  Stamark  All Weather Removable Tape Series 710IR supports automated rapid removal, 
further streamlining work zone operations. 

A select competitive removable pavement marking tape

2 weeks 2.5 months 7 months
Edge line adhesion issue Turns dark grey, appears 

‘fused’ to the concrete
Almost impossible to remove 
in pieces greater than 2”

Conventional removable tapes required grinding or water blasting to remove. 



3M  Stamark  All Weather Removable Tape Series 710IR:
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Day of installation

Vibrant color and high 
retroreflectivity

2.5 months

3M tape is maintaining its 
color and retroreflectivity

7 months

Still visible and intact despite 
heavy traffic

3M  Stamark  All Weather Removable Tape Series 710IR did not require water blasting or 
grinding, preventing permanent surface scarring. 1,300 lb. tensile strength allowed for whole 
removal.

Contact your local sales representative to place an order. 

IMPORTANT NOTICE: The results and outcomes of case studies or testimonials should not be interpreted as a guarantee or warranty of similar results. You are responsible for evaluating the 
product and determining whether it is suitable for your application. Please refer to applicable 3M specifications for product and warranty information. 

Product Selection and Use: Many factors beyond 3M’s control and uniquely within user’s knowledge and control can affect the use and performance of a 3M product in a particular application. 
Customer is solely responsible for evaluating the product and determining whether it is appropriate and suitable for customer’s application, including conducting a workplace hazard assessment, 
reviewing all applicable regulations and standards, and reviewing the product label and use instructions. Failure to properly evaluate, select, and use a 3M product in accordance with instructions 
or to meet all applicable safety regulations may result in injury, sickness, death, and/or harm to property. 

3M Commercial Branding & Transportation

3M Center, Building 223-3N-30
St. Paul, MN 55144-1000
United States
Phone   1.800.553.1380 
Web      www.3m.com/roadsafety
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