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7 PRODUCT LABEL 2

6 3MTM LOW PROFILE TWIN AXIAL
CABLE REFER TO P/N TABLE 1 4

5 RIVET 4
4 OSFP 800G AEC PCBA 2
3 OSFP LATCH WITH PULL TAB 2
2 OSFP BOTTOM SHELL 2
1 OSFP UPPER SHELL 2
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3MTM 800G OSFP Active Electrical Copper Assemblies, 10Y Series  
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WIRING  LIST
P1 END P2 END

POS SIGNAL POS SIGNAL
31 GND (RX) 1 GND (TX)
32 RX2P 2 TX2P
33 RX2N 3 TX2N
34 GND (RX) 4 GND (TX)
35 RX4P 5 TX4P
36 RX4N 6 TX4N
37 GND (RX) 7 GND (TX)
38 RX6P 8 TX6P
39 RX6N 9 TX6N
40 GND (RX) 10 GND (TX)
41 RX8P 11 TX8P
42 RX8N 12 TX8N
43 GND (RX) 13 GND (TX)
48 GND (TX) 18 GND (RX)
49 TX7n 19 RX7n
50 TX7P 20 RX7p
51 GND (TX) 21 GND (RX)
52 TX5n 22 RX5n
53 TX5P 23 RX5p
54 GND (TX) 24 GND (RX)
55 TX3n 25 RX3n
56 TX3P 26 RX3p
57 GND (TX) 27 GND (RX)
58 TX1n 28 RX1n
59 TX1P 29 RX1p
60 GND (TX) 30 GND (RX)
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WIRING  LIST
P1 END P2 END

POS SIGNAL POS SIGNAL
1 GND (TX) 31 GND (RX)
2 TX2P 32 RX2P
3 TX2N 33 RX2N
4 GND (TX) 34 GND (RX)
5 TX4P 35 RX4P
6 TX4N 36 RX4N
7 GND (TX) 37 GND (RX)
8 TX6P 38 RX6P
9 TX6N 39 RX6N
10 GND (TX) 40 GND (RX)
11 TX8P 41 RX8P
12 TX8N 42 RX8N
13 GND (TX) 43 GND (RX)
18 GND (RX) 48 GND (TX)
19 RX7n 49 TX7n
20 RX7p 50 TX7P
21 GND (RX) 51 GND (TX)
22 RX5n 52 TX5n
23 RX5p 53 TX5P
24 GND (RX) 54 GND (TX)
25 RX3n 55 TX3n
26 RX3p 56 TX3P
27 GND (RX) 57 GND (TX)
28 RX1n 58 TX1n
29 RX1p 59 TX1P
30 GND (RX) 60 GND (TX)

LOW SPEED SIGNALS
P1 & P2

POS SIGNAL
14 SCL
15 VCC
16 VCC
17 LPWn/PRSn
44 INT/RSTn
45 VCC
46 VCC
47 SDA

3130
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CABLE LENGTH "X" (METER)
REFER TO P/N TABLE
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SECTION A-A
REFERENCE FOR 30AWG

CABLE BUNDLE DIMENSION 

(14.7)

(6.6)

SN
P/N

3M PN_SN

ASSEMBLED IN CHINA

10Y-XXX-XXX-X.XX
SN: XXXXXXXXXXX

BAR CODE FORMAT: PN_SN

CE WEEE LABEL
(SEE NOTE 10)
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Regulatory: For regulatory information about this product, visit 3M.com/regs or contact your 3M representative. 

Technical Information: The technical information, recommendations and other statements contained in this 
document are based upon tests or experience that 3M believes are reliable, but the accuracy or completeness
of such information is not guaranteed.

Product Use: Many factors beyond 3M's control and uniquely within user's control can affect the use and 
performance of a 3M product in a particular application.  Given the variety of factors that can affect the use 
and performance of a 3M product, user is solely responsible for evaluating the 3M product and determining
whether it is fit for a particular purpose and suitable for user's method of application.  

Warranty, Limited Remedy, and Disclaimer:  Unless an additional warranty is specifically stated on the
applicable 3M product packaging or product literature, 3M warrants that each 3M product meets the 
applicable 3M product specification at the time 3M ships the product.  3M MAKES NO OTHER WARRANTIES
OR CONDITIONS, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OR CONDITION OF
MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR ANY IMPLIED WARRANTY OR CONDITION ARISING OUT
OF A COURSE OF DEALING, CUSTOM OR USAGE OR TRADE.  If the 3M product does not conform to this warranty,
then the sole and exclusive remedy is, at 3M's option, replacement of the 3M product or refund of the 
purchase price. 

Limitation of Liability:  Except where prohibited by law, 3M will not be liable for any loss or damage arising
from the 3M product, whether direct, indirect, special, incidental or consequential, regardless of the legal
theory asserted, including warranty, contract, negligence or strict liability.

3M Electronics Materials Solutions Division
6801 River Place Blvd.
Austin, TX 78726-9000 
1-800-225-5373
www.3M.com/interconnect 

TM

2 DIGIT FOR PRODUCTION WEEK
'WW' FORMAT

2 DIGIT FOR PRODUCT TYPE
OSFP 800G AEC ST-ST    : "OE"

2 DIGIT FOR CABLE LENGTH
1.00M    : '10'
2.50M    : '25'
2.25M    : '23'
3.00M    : '30'

SERIAL NUMBER DETAIL

XX XX XX XX XXX

2 DIGIT FOR PRODUCTION YEAR
'YY' FORMAT

3 DIGIT FOR SERIES RUNNING No.
FROM '001' TO 'ZZZ'

3MTM 800G OSFP Active Electrical Copper Assemblies, 10Y Series  
Visit 3M.com/interconnect

NOTES:
1. ORDERING INFORMATION: REFER TO TABLE FOR DETAIL.
                
2. REFER TO TABLE 1 FOR CABLE LENGTH AND WIRE AWG

3. PCB PINOUT DESIGNED TO OSFP SPECIFICATION

4. CABLE ASSEMBLY DESIGNED TO OSFP MSA & IEEE 802.3ck SPECIFICATION

5. CABLE MEETS UL CL2.

6. UNLESS OTHERWISE NOTED,REFERENCES TO INDUSTRY SPECIFICATIONS ARE INTENDED
   TO INDICATE SUBSTANTIAL COMPLIANCE TO THE MATERIAL ELEMENTS OF THE 
   SPECIFICATION. SUCH REFERENCES SHOULD NOT BE CONTRUED AS A GUARANTEE 
   OF COMPLIANCE TO ALL REQUIREMENTS IN A GIVEN SPECIFICATION.

7. PRODUCT SPECIFICATION REFER TO 3M DOCUMENT: 78-5102-0456-9

8. CABLE RETURN LOSS PERFORMANCE IS VALID FOR CABLE ASSEMBLIES 
   OF A MINIMUM OF 1.00 METER IN LENGTH.  CABLE ASSEMBLIES LESS 
   THAN 1.00 METER IN LENGTH MAY NOT ACHIEVE THE RETURN LOSS 
   PERFORMANCE IN IEEE802.3cd.  CABLE RETURN LOSS PERFORMANCE
   IS SUBJECT TO CHANGE WITH DIFFERENT CABLE ASSEMBLY LENGTHS.   
   END USER WILL NEED TO DETERMINE WHETHER THIS PRODUCT IS
   SUITABLE FOR THEIR INTENDED APPLICATION.

9. FOR CUSTOM LENGTHS CONTACT A 3M SALES REPRESENTATIVE

10. CE AND WEEE LABEL
    CE HEIGHT: MUST BE AT LEAST 5MM
    WEEE HEIGHT: MUST BE AT LEAST 7MM.

11. EEPROM MAP FOLLOWS OSFP CMIS REV 5.0

TABLE 1
ORDERING INFORMATION CABLE ASSEMBLY

LENGTH (m)
TOLERANCE
+/- (mm)

10Y-E3H-CGG-1.00
30AWG

1.00 15
10Y-E3H-CGG-2.00 2.00

2510Y-E3H-CGG-3.00 3.00
10Y-E8H-CGH-4.00 4.00
10Y-E8H-CGH-5.00 28AWG 5.00 30
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