
3M™ Molded-On Cable Assembly, 2 mm

The entire gas-tight 
insulation displacement 
contact area is encased in 
insulation material

The cable end 
is concealed 
inside the 
connector body

Sockets mate 
with industry-
standard 
2mm x 2mm 
headers and plugs 

All cable assemblies use industry-standard 
1 mm pitch round conductor flat ribbon cable

During the molding process, the 
cable insulation is thermally fused 
to the surrounding connector body 
plastic to provide exceptional 
strain relief

For 3M Molded-On Assembly Cable Assemblies on 

.100” x .100” spacing, see the following technical data sheets 

on our website – www.3m.com/interconnects:

• .100” Molded-On Assembly, TS-2149

• .100” Molded-On DIP, TS-2152

• .100” Molded-On PCB, TS-2153

• .100” Molded-On Socket, TS-0632

For 3M Molded-On Cable Assemblies on 2 mm spacing, 
reference: 

• 2 mm Molded-On Assembly, TS-2150

• 2 mm Molded-On Socket, TS-0525

• 2 mm Molded-On PCB, TS-2151

�RoHS Compliant 2005/95/EC� means that the product or part (�Product�) does not contain 
any of the substances in excess of the maximum concentration values in EU Directive 
2002/95/EC, as amended by Commission Decision 2005/618/EC, unless the substance is in 
an application that is exempt under EU RoHS.   This information represents 3M�s knowledge 
and belief, which may be based in whole or in part on information provided by third party 
suppliers to 3M. 

In the event any product is proven not to conform with 3M�s Regulatory Information Appendix, 
then 3M�s entire liability and Buyer�s exclusive remedy will be in accordance with the Warranty 
stated below.




