Application and Maintenance
for Sidewalk Sign Graphics

Instruction Bulletin 5.33
Revision I, September 2020

General Information
This bulletin gives instructions for the application and maintenance of sidewalk graphics using:
•
•

3M™ Scotchcal™ Film 3662-10 (white)
3M™ Scotchcal™ Matte Overlaminate 3647 (clear, top layer)

For best results, read this bulletin thoroughly before starting the application. It is important to start
with a clean, dry substrate and to finish with re-brushing all of the graphic edges.
Recommended substrates include unsealed asphalt, unsealed concrete and paving bricks.

Exterior Sidewalk Surfaces
Some exterior surfaces are highly textured, and the film adhesive may not have enough contact area
to adhere properly to the surface. Contact 3M Commercial Solutions at 1-800-328-3908 if you
have a question about the suitability of any surface. Also see FIGURE 1.
Rough substrate.

Smooth substrate.
Overlaminate
Film
Adhesive
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FIGURE 1: Rough and Smooth Surfaces
Note that the graphic contacts the Rough surface only at the high points (lower adhesion) and that
there is more contact between the graphic and the Smooth surface (higher adhesion). The graphic
can be slightly conformed to the texture of the Rough surface with brush tools in order to build
higher graphic adhesion.
Sidewalk Signs will not adhere properly to loose, crumbling, contaminated, wet or damp surfaces.
Ensure that:
•

The surface is secure and in good condition.

•

The surface has good internal bond.

•

The surface is completely dry.

•

The surface is clean. Scrape off any grease, gum, weeds or grass found in expansion
joints or other large particles from the application surface. Complete degreasing may not
be possible.

•

The surface IS NOT sealed. Sealed surfaces may result in extremely high adhesion that
makes removal of the graphic difficult.
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•

Film must be applied with a surface temperature between 70°F (21°C) and 90°F (32°C).
Heat helps bond the adhesive, so the warmer the temperature, the higher the bond.
Note: Avoid application late in the day if nighttime temperatures drop below 60°F (15°C).

•

The surface must be cleaned with a broom or a brush to remove all loose particles, dust,
sand and gravel.
Note: Never use any cleaning solvents or solutions, including detergent and water, to clean
an application surface or to apply the graphic. The substrate must be dry.

When choosing the location of your graphic, consider that Sidewalk signs may be damaged by
heavy equipment such as snowplows, shovels and power sweepers as well as by dragging heavy
items across the top of the graphic. If possible, locate sidewalk signs out of the flow of heavy
equipment traffic. Minor edge chipping is unavoidable.
Note: Sidewalk signs are NOT designed for use where there is vehicular traffic.

Graphic Application
The application surface must be clean and completely dry.
Film must be applied at a minimum surface temperature of 70°F (21°C). Heat helps bond the
adhesive; therefore, the warmer the temperature, the higher the bond.
Use of a stiff, nylon bristled brush for applying the film is best, though other tools can be used. The
stiff bristles help work the film's adhesive into the irregularities of the sidewalk surface. A brush like
the Oxo Good Grips® All Purpose Scrub Brush works well. It has 1-inch bristles in an oval base that
is about 5 x 3 inches. It has a comfortable handle and can generally be found in most housewares
departments of retail and hardware stores.
Note: If possible, avoid sharp graphic edges, and cut a radius on the corners of the sidewalk sign;
this helps prevent premature lifting.
1. Determine the position of the graphic on the clean, dry surface before removing the liner.
- Expansion joints can be used to align the graphic, but always position the graphic so none
of its edges start or end on an expansion joint.
- Bridge the film over grouting, seams, stone edges and expansion joints. DO NOT push the
graphics into those areas.
2. For smaller graphics (under 12 inches),
- Remove the entire liner and place in the desired location.
- Working from the center out to the edges of the graphic, use the brush with firm pressure
and overlapping strokes to adhere the graphic to the surface.
3. For larger graphics (larger than 12 inches),
- Peel back one edge of the liner to expose the adhesive several inches, and then flatten or
crease the liner.
- Apply that edge to the substrate in the desired location. Using firm pressure and a stiff,
nylon-bristled brush, brush that edge of the graphic onto the substrate.
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- Gently pull the liner out from under the rest of the graphic (12 inches at a time for large
graphics), and continue to brush the graphic, working from the part of the graphic that is
already adhered. Work from the center out to the edges of the graphic.
- Always use firm pressure and overlapping strokes with the brush. Continue in this manner
until the graphic is completely applied.
4. For graphics with overlaps (multiple pieces),
- The pieces must have an overlap of at least 3/8 inch (4.3mm). We recommend overlapping
panels in the shortest direction, when possible, to minimize the length of the overlap, which
is more likely to lift by foot traffic. Stagger overlaps to avoid more than three layers in any
one location. See FIGURE 2.
- Peel back the liner edge of the second piece so that you can align and apply the second
piece on top of the first piece with the 3/8 inch (4.3mm) overlap.
- Continue to apply as in step 3.
Make sure there are no
more than three layers of
film at any intersection.
Stagger seams on
overlapped panels

FIGURE 2: How to Overlap Seams
5. The application is not finished until you re-brush all edges and corners. This ensures a good
edge seal. Re-brush all the edges of the graphic, using firm, circular brush strokes. This works the
adhesive into the application surface to provide better bonding. See FIGURE 3.

4 to 6 inches

Re-brush the outer 4 to 6 inches
all around the graphic, using
firm, circular brush strokes

FIGURE 3: Re-brushing
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Maintenance and Cleaning
•

Remove or replace the entire sidewalk sign if there is any lifting from the pedestrian surface.

•

Sidewalk signs should be mopped or brushed periodically for optimum skid resistance and
appearance.

•

The light texture of the overlaminate may pick up dirt. To clean the graphic, use a stiff,
nylon-bristled brush or a light duty automatic cleaner and a cleaning agent such as 3M
Neutral Cleaner, 3M General Purpose Cleaner or Simple Green. Follow the manufacturer's
instructions for use. Do not use any cleaning agent that contains solvents, which can erode
the sign material.

•

Never pressure wash sidewalk signs. Doing so forces water under the graphic, causing the
edges to lift and curl.

•

If a sidewalk sign containing an overlap has shrunk, revealing some of the adhesive on the
substrate, the adhesive may be cleaned by spraying the exposed adhesive with 3M Industrial
Cleaner. Allow the cleaner to sit for one minute, and then wipe the surface with a rag or use
a stiff, nylon-bristled brush to clean the surface and remove any adhesive.

Removal
•

Remove sidewalk signs by lifting one edge and pulling it off at a high angle (about 135
degrees, or back onto itself) with smooth, even tension. A scraper, such as a putty knife, may
be used to lift the edge, if needed.

•

Some adhesive residue may remain on typical outdoor surfaces.

•

Sidewalk signs applied to a smooth, sealed surface can be difficult to remove. Usually, it is
easier to remove the graphic during the coolest part of the day. It may also be helpful to cut
the graphic into strips about two inches wide and then pull off each strip. Use a razor blade
with a safety handle.
Note: Because the area under the graphic initially will be cleaner than the surrounding
surfaces, you may notice a shadow of where the graphic was placed. This is normal.

Slip Resistance for Floor or Sidewalk Sign Graphics
3M™ Scotchcal™ Matte Overlaminate 3647 is the required overlaminate for outdoor sidewalk graphics, and
Overlaminate 3647 has been evaluated to the following standards.
UL 410, “Slip Resistance of Floor Surface Materials.”
Floor-Graphic Material as to Slip Resistance Only
File No: SA11595
Average Dry SCOF ≥ 0.5
ASTM E303-83, “Standard Test Method for Measuring Surface Frictional Properties Using the British
Pendulum Tester.”
Average BPN Dry = 95
Average BPN Wet = 40
IMPORTANT NOTE: 3M™ Scotchcal™ Matte Overlaminate 3647 meets the requirements of skid
resistance values, or British Pendulum Number (BPN), as set forth in the proposed European norms
prEN1341 and prEN1342 for pedestrian surfaces.
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Warranty and Limited Remedy
The information contained and techniques described herein are believed to be reliable, but 3M
makes no warranties, express or implied, including but not limited to any implied warranty of
merchantability or fitness for a particular purpose. 3M shall not be liable for any loss or damages,
whether direct, indirect, special, incidental or consequential, in any way related to the techniques or
information described herein

3M Related Literature
Before starting any job, be sure you have the most current Product and Instruction Bulletins. The
information in 3M Product and Instruction Bulletins is subject to change. Current Bulletins are
available at 3Mgraphics.com. The following applicable Bulletins provide information and processes
you need to properly make the graphics described in this Bulletin. Additional Bulletins may be
needed as indicated in the 3M Related Literature section of other 3M components you use.
Product Bulletin 3662 for 3M Scotchcal Graphic Film 3662-10
Product Bulletin 3645/3647 for 3M Scotchcal Matte Overlaminate 3647

Health and Safety
When handling any chemical products, read the manufacturers' container labels and the Safety Data Sheets (SDS) for important health,
safety and environmental information. To obtain SDS sheets for 3M products go to 3M.com/SDS, or by mail or in case of an emergency,
call 1-888-364-3577 or 1-651-737-6501. When using any equipment, always follow the manufacturers' instructions for safe operation.

Technical Information
Technical information and data, recommendations, and other statements provided by 3M are based on information, tests, or experience
which 3M believes to be reliable, but the accuracy or completeness of such information is not guaranteed. Such technical information
and data are intended for persons with knowledge and technical skills sufficient to assess and apply their own informed judgment to the
information. The typical values shown should not be used for the purpose of specification limits. If you have questions about this Product,
contact the Customer Service Department at 18008529722.

Product Use
Many factors beyond 3M's control and uniquely within user's knowledge and control can affect the use and performance of a 3M
product in a particular application. Given the variety of factors that can affect the use and performance of a 3M product, user is solely
responsible for evaluating the 3M product and determining whether it is fit for a particular purpose and suitable for user's method of
application.

Warranty
3M warrants that each 3M product will be free from defects in material and manufacture for the length of the product warranty. 3M
MAKES NO OTHER EXPRESS OR IMPLIED WARRANTIES, INCLUDING ANY IMPLIED WARRANTY OF MERCHANTABILITY OR
FITNESS FOR A PARTICULAR PURPOSE.

Limited Remedy
If a 3M product does not conform to this warranty, the sole and exclusive remedy is, at 3M's option, replacement of the 3M product or
refund of the purchase price.

No Extension of Warranty
In the case of an approved warranty claim, the replacement Product will carry only the remaining term of the original warranty period.

Limitation of Liability
Except where prohibited by law, 3M will not be liable for any loss or damage arising from the 3M product, whether direct, indirect,
special, incidental or consequential, regardless of the legal theory asserted.
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