3M Industrial Adhesives and Tapes

3M Color Masking Tapes for Industrial Applications
™
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Right tape.
Right result.
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A brilliant idea
for
simplifying
masking.
The color of success.
Today, masking tapes come in a wide
variety of adhesive formulations, backing
materials and coatings, all designed to
raise productivity and improve the quality
of your finished products. Yet despite their
differences, most masking tapes are almost
impossible to tell apart. And that can be a
problem when you need to pick a tape quickly
for a specific application.
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That’s why 3M is simplifying masking tape
identification. 3M Color Masking Tapes now
™

make it easy to pick exactly the right tape
you need for most applications, eliminating
confusion, downtime and costly errors.

3M

™

Color Masking Tapes
ScotchBlue Industrial
Masking Tape 2750
™

• Temperature resistance: up to 250ºF
32

• Holding strength: high
• Clean removal: up to 3 days
When sharp paint lines and high adhesion are a must in your paint
bake operations, turn to ScotchBlue Industrial Masking Tape 2750.
™

It withstands temperatures up to 250°F for 30 minutes and removes cleanly
for up to 3 days from a variety of surfaces. ScotchBlue Industrial Masking
™

Tape 2750 also features better UV and bleed-through resistance than
traditional
masking tapes.
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ScotchBlue Painter’s Masking Tape
for Multiple Surfaces 2090
™

Scotch Performance
Masking Tape 233+
®

• Temperature resistance: room
temperature

• Temperature range: up to 250ºF
• Holding strength: high

• Holding strength: medium
34

• Clean removal: up to 14 days

• Clean removal: up to 3 days
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This highly conformable tape is a standard in the
The original painter’s masking tape, ScotchBlue Painter’s

collision repair industry. Scotch Performance Masking

Masking Tape for Multiple Surfaces 2090 is a true multi-

Tape 233+ goes on quickly and easily, hugging curves,

purpose tool. It has been relied on by painters for years

contours and angles. Then stays put with a touch.

™

®

to produce superior results on painted walls and trim,
woodwork, glass and metal.
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Scotch 60-Day Ultimate Paint Edge Masking Tape 2480S
®

• Temperature resistance: up to 200ºF
32

• Holding strength: low to medium
• Clean removal: up to 60 days–even in the sun
Featuring a unique hybrid technology, Scotch 60-Day Ultimate Paint Edge Masking
®

Tape 2480S is perfect for creating both the long, straight lines that usually call for a
flatback tape, as well as the
razor-sharp paint edges of fine
line tapes. It’s the ultimate tape
for the ultimate edge.
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Scotch Ultimate Paint Edge Masking Tape 2460
®

• Holding strength: low to medium
32

• Can be used in paint bake operations for temperatures up to 300°F
Scotch Ultimate Paint Edge Masking Tape 2460 peels off cleanly with no adhesive
®

residue. This ultra-thin, ultra-smooth tape is ideal for creating the long, straight,
smooth paint lines you need for the highest quality finished products.
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ScotchBlue Painter’s Masking Tape for Delicate Surfaces 2080
™

• Temperature resistance: room temperature

ScotchBlue Painter’s Masking Tape for Delicate

• Holding strength: low

Surfaces 2080 is designed for smooth interior or exterior

• Clean removal: up to 60 days
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™

surfaces such as freshly painted walls (24-hours old),
vinyl-coated wallpaper, primed wallboard and faux
painting. Its gentle adhesion on delicate surfaces and
sharp paint lines are prized by painters everywhere.
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Recommended 3M Masking Tapes
for industrial applications.
™

Crepe
Product Number

5

Fine Line

Outdoor

Product Number

Product Number

Product Number

16

2693
up to 325ºF

17

231
up to 300ºF

4737T
up to 325ºF

2526
up to 300ºF
23

4737S
up to 325ºF

10

2380
up to 325ºF

11

12

2364
up to 300ºF

234
up to 250ºF

13

2307
up to 200ºF

14

15

2750
up to
250ºF

18

19

2517
up to 300ºF

NEW!

2460
up to 300ºF

!
NEW2480S
20

up to 200ºF

21

2515
up to 200ºF

Increasing conformability, clean removal time and temperature resistance>>

9

232 233+
up to up to
250ºF 250ºF

Increasing holding power, backing strength and temperature resistance>>

Increasing holding power, line sharpness, clean removal time and temperature resistance >>

™
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31

226
up to 250ºF

22

new
Try thehBlue !
Scotc
7

Product Number

24

25

218
up to 250ºF

26

471+
up to 250ºF

27

200
up to 200ºF

2214
up to 150ºF

ScotchBlue 2080 and 2090 tapes are designed for use at room temperature.
™

NOTE: All temperatures are for a 30-minute bake.

4735
up to 300ºF

471
up to 170ºF

!
NEW2480S
20

up to 200ºF

29

225
up to 200ºF

30

5903
up to 173ºF

Increasing holding power and conformability>>

6

In-Mold Fine Line

28

2525
up to 300ºF

Increasing weather and temperature resistance>>

Class 1 Masking
Class 2 Masking
Class 3 Masking

Flatback

265
up to 170ºF

The right
approach:

3M is

committed
to

environmental
sustainability.
3M believes that choosing the right tape should go beyond product features and benefits. The
right tape should also be manufactured in a responsible and sustainable manner. That’s why
we manufacture most of our masking tapes using either a completely solvent-free process or
one in which more than 95% of organic solvents are recovered and used again.
Companywide, respect for the environment has been a guiding principle at 3M for many years.
In 1975, we established our first Corporate Environmental Policy, as well as our innovative
Pollution Prevention Pays (3P) program. Today, we continue our efforts to eliminate pollution
at the source through product reformulation, process modification, equipment redesign,
recycling and the recovery of waste materials. As a validation of our efforts, the Dow Jones
Sustainability Index has recently recognized 3M as a leader in our industry sector.

For more information about 3M Color Masking Tapes
go to www.3M.com/colormaskingtapes or call 1-800-362-3550.
™

TECHNICAL INFORMATION: The technical information, recommendations and other
statements contained in this document are based upon tests or experience that
3M believes are reliable, but the accuracy or completeness of such information is
not guaranteed.
Warranty, Limited Remedy, and Disclaimer: Many factors beyond 3M’s control
and uniquely within user’s knowledge and control can affect the use and performance
of a 3M product in a particular application. User is solely responsible for evaluating
the 3M product and determining whether it is fit for a particular purpose and suitable
for user’s method of application. Unless an additional warranty is specifically stated
on the applicable 3M product packaging or product literature, 3M warrants that each
3M product meets the applicable 3M product specification at the time 3M ships

Industrial Adhesives
and Tapes Division

3M Center, Building 225-3S-06
St. Paul, MN 55144-1000
1-800-362-3550
www.3M.com/colormaskingtapes
www.3M.com/industrialtapes
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the product. 3M MAKES NO OTHER WARRANTIES OR CONDITIONS, EXPRESS OR
IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OR CONDITION
OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR ANY IMPLIED
WARRANTY OR CONDITION ARISING OUT OF A COURSE OF DEALING, CUSTOM OR
USAGE OF TRADE. If the 3M product does not conform to this warranty, then the sole
and exclusive remedy is, at 3M’s option, replacement of the 3M product or refund of
the purchase price.
Limitation of Liability: Except where prohibited by law, 3M will not be liable for
any loss or damage arising from the 3M product, whether direct, indirect, special,
incidental or consequential, regardless of the legal theory asserted, including warranty,
contract, negligence or strict liability.

