FILM CHARACTERISTICS
PRODUCT
Scotchcal 3630

TYPICAL USES
For signs, shop window decorations

WARRANTY

STANDARD COLOUR
RANGE

MINIMUM
APPLICATION
TEMPERATURE RANGE

Up to 10 years

White + 56 colours

16°C

Clear, pressure- sensitive

Up to 5 years

White + 32 colours

10°C

Clear, pressure- sensitive

5 years - inside the box

White, with protective blue

4°C

Clear, pressure- sensitive

16°C

Clear, pressure- sensitive

ADHESIVE TYPE

3M Commercial Graphics

and illuminated fixtures for long
term use and visual impact.

Scotchcal 2330

For illuminated signs and shop window
decorations, medium term use.

LEF 3635-100

To increase the luminosity of
internally lit boxes.

Scotchcal 3635
Blockout

Scotchcal 3635
Diffuser

To block light from internally

film

Up to 9 years

3635-20: white with black

lit boxes. Creates a neon-type

adhesive

effect when used on the internal

3635-22: black with white

surface of sign face.

adhesive

For transparent plastics. For use

Up to 6 years

Translucent white

16°C

Clear, pressure- sensitive

Up to 11 years

Smoke grey

16°C

Clear, pressure- sensitive

Up to 6 years

Mirror chrome

10°C

Clear, also with Comply™

Up to 10 years

Various heights

Up to 5 years

Various heights

Up to 6 years

Various heights

on second surface. Not for use
on 3M Panaflex flexible fabrics.

Scotchcal 3635
Day/Night

For creating dark day-time
graphics and white or coloured
graphics for illuminated signs.
For 3M Panaflex flexible fabrics.
Not for application on second
surface.

Scotchcal 7755-520

For creating a chrome effect
during the day and translucent
for backlit signs at night.

Flexible substrates
Panaflex 945 GPS

For signs, awnings and panels

Innovative solutions

for long term use.

Panagraphics II
Panagraphics III

For signs for medium term use

PRODUCTION DATA

for Light Management

PRODUCTION DATA

Innovative 3M films can be used to create signs,

PRINTING INK SERIES

3M COMPATIBLE OVERLAMINATES

PRODUCT

Scotchcal 3630

3M™ Screen Printing Ink

3M™ Scotchcal™ Film Series
3640/3642-114 GPS

Scotchcal 3635
Diffuser

/

Series 1900

Scotchcal 3635
Day/Night

/

Scotchcal 7755-520

3M Screen Printing Ink

Panaflex 945 GPS

/

/

further electrical components, simply by means of creative

Panagraphics II

Piezo Ink Jet, serigraphy

3M Scotchcal Film Series

design.

3M Scotchcal Film Series

Scotchcal 2330

/

LEF 3635-100

/

Not applicable

Scotchcal 3635
Blockout

3M Screen Printing Ink

3M Scotchcal Film Series

Series 1900

3640/3642-114 GPS

3640/3642-114 GPS

PRINTING INK SERIES

3M COMPATIBLE OVERLAMINATES

PRODUCT

/

3M Scotchcal Film Series
3640/3642-114 GPS
/

Series 1900

Piezo Ink Jet

and 8519/8520

Commercial Graphics
3M Europe
Hermeslaan 7
1831 Diegem - Belgium

http://www.3M.eu/graphicsolutions

impressive visual impact.
The diverse 3M solutions for light management allow the

3640/3642-114 GPS

Panagraphics III

illuminated awnings, fascias and boxed letters with an
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creation of incredible special effects for illuminated signs
that deliver optimum performance, expanding productive
capacities without the need for special equipment or

Greater visibility, greater business opportunities.
3M™ Scotchcal™ Translucent Graphic Film Series 3630

3M™ Blockout Films 3635-20 & 3635-22

Cast translucent vinyl films for long term use, which provide absolute uniformity of

Films that can be applied to the interior or exterior of sign faces (both rigid and flexible).

colour both in diffused daylight and in transparency when backlit.

As the films are completely opaque (100% opaque to the transmission of light), they

The semi-opaque surface finish avoids light reflections and mirror effects;

can be used to block the diffusion of light or to create special effects that are visible

while reduced thickness prevents accumulations of dirt. These films feature optimum

only when the sign is lit.

dimensional stability and are thermoformable. They can be used to create signs, shop

3635-20: opaque white; 3635-22: opaque black.

window decorations or other impressive illuminated advertising fixtures. They are
durable, washable and create an enormous visual impact.
Pantone Inc. has assigned the appropriate reference code to 3M™ Scotchcal™
translucent colours. Special colours on request.

3M™ Diffuser Films 3635-30 & 3635-70
Translucent films applied to the inside of the surface, developed to offer better light
diffusion and homogeneity through the sign face.
They can be used to create different levels of sign illumination: for example, to highlight

3M™ Scotchcal™ Translucent Graphic Film Series 2330
Calandered translucent vinyl films for medium term use, for the creation of brilliant

a logo in relation to a secondary message.
3635-30: 30% light transmission; 3635-70: 60% light transmission.

illuminated signs and shop window decoration.
The films can be applied to flat methacrylate, polycarbonate or glass surfaces and to

3M™ Scotchcal™ Translucent Silver Mirror film Series

both the inside and outside of the sign face. The semi-opaque finish avoids unpleasant

7755SE-520

and anti-aesthetic light reflections.

Translucent silver mirror film on a fluorocarbon base, which gives illuminated signs a
silver mirror effect during the day and becomes transparent when backlit at night.

3M™ Light Enhancement Film 3635-100

Special effects

on backlit graphics

Revolutionary product designed to optimise the light transmission and uniformity of the

The light transmission of 18% is based on the translucency characteristics.
If applied to white acrylic, the film will appear white at night.

light boxes.
The film is applied inside the box, making the sign up to twice as bright as those

3M™ Dual-Color Film Series 3635-200

treated with white varnishes or raw metal.

Cast vinyl films for the creation of bicolour signs.

The film makes maximum use of the light, reflecting it and diffusing it uniformly, with

3635-210: white; 3635-222: black.

the advantage of being able to reduce the number of neon tubes or replace them with
fluorescent tubes, with a consequent reduction in cost and energy consumption.

3M™ Flexible Substrates

Up to 50% fewer electrical components can be used for illuminated signs with

Fabrics and flexible surfaces for medium (3M™ Panagraphics™ II and 3M™

fluorescent tubes (the results can vary depending on the installation).

Panagraphics™ III) or long term (3M™ Panaflex™ 945 GPS) use, which offer further

3M™ Day/Night Film 3635-91
Film that can be used on 3M™ Panaflex™ surfaces and on traditional rigid surfaces.
It has a dark grey appearance during the day while at night, as an illuminated sign, it
diffuses the light and appears white. Coloured messages can be created at night by
applying 3M™ Scotchcal™ Translucent Graphic Films to the back of the sign face.

opportunities to those who work in the sign sector, to designers and technical offices
for the creation of versatile illuminated and non-illuminated signs. They offer optimum
uniformity and diffusion of light; optimum resistance to atmospheric agents and dirt.
High quality that remains constant over time.

