3M™ Pull ’N’ Shrink Tubing for DIN and
Type-N Connections for Wireless Applications
Instructions
1.0 Introduction
1.1

3M™ Pull ’N’ Shrink Tubing provides mechanical and environmental protection of coaxial cable connectors used in
aerial, buried or underground plant.

2.0 Tubing Installation
2.1

Select proper size of Pull ’N’ Shrink Tubing based on cable size and application.

Product Name & Number

Minimum O.D. Recommended

Maximum O.D. Recommended

3/8"–1/2" Jumper to Type-N
80-6113-8593-3

0.49" (12.4 mm)
Build up 3/8" jumper with Scotch® Linerless Rubber Splicing
Tape 130C to 0.49" (12.4 mm) min. or 2 wraps.
No tape build-up required for 1/2" jumper.

0.95" (24.1 mm)

1/2" Jumper to DIN
80-6113-8592-5

0.65" (16.5 mm)
Build up 1/2" jumper with Scotch® Linerless Rubber Splicing
Tape 130C to 0.65" (16.5 mm) min. or 2 wraps.

1.38" (35.1 mm)

1/2" Jumper to 7/8" Feeder
80-6113-8594-1

0.76" (19.3 mm)
Build up 1/2" jumper with Scotch® Linerless Rubber Splicing
Tape 130C to 0.76" (19.3 mm) min. or 4 wraps.

1.60" (40.6 mm)

1/2" Jumper to 1-5/8" Feeder
80-6113-8595-8

1.27" (32.3 mm)
Build up 1/2" jumper with Scotch® Linerless Rubber Splicing
Tape 130C to 1.27" (32.3 mm) min. or 13 wraps.

2.67" (67.8 mm)

Note: Do not exceed the maximum O.D. recommended or the core will hang up during unwinding.
2.2

Inspect spiral core to determine which end is cut and 2.5
welded. The core “tail” must be pulled FROM the
CUT and WELDED end.

2.3

Place tubing over cable and slide out of way. Make
sure tubing is oriented properly to allow extraction of
the tail as described in 2.2 above.

2.4

Prepare cable and install connector per standard
procedure. If cable jacket has longitudinal scratches,
scuff jacket circumferentially to provide an adequate
sealing surface.
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If a tape build up is required, apply it in the area
shown. Tape is white for clarity.
Tape build up

3

2.6

Position tubing as shown.

Note:	When working at cold temperatures (below
35°F (2°C)), 3M™ Pull ’N’ Shrink Tubing
will shrink slowly. Warm with hands to speed
shrinking. Wait five minutes before placing
cable and connector in water-filled trenches.
2.8

2.7

Unwind remainder of core with both hands and
dispose of core material.

Hold tubing in correct starting position with
one hand and carefully UNWIND CORE in a
COUNTERCLOCKWISE DIRECTION with the
other. Hold tubing in position until it has shrunk
firmly onto the cable.

3.0 Tubing Removal
3.1

Score length of tubing and peel away.

Note:	Scuff sheath if jacket or armor is scored
during tubing removal.

3M and Scotch are trademarks of 3M Company.
Important Notice
All statements, technical information, and recommendations related to 3M’s products are based on information believed to be reliable,
but the accuracy or completeness is not guaranteed. Before using this product, you must evaluate it and determine if it is suitable for
your intended application. You assume all risks and liability associated with such use. Any statements related to the product which are not
contained in 3M’s current publications, or any contrary statements contained on your purchase order shall have no force or effect unless
expressly agreed upon, in writing, by an authorized officer of 3M.
Warranty; Limited Remedy; Limited Liability.
This product will be free from defects in material and manufacture for a period of one (1) year from the time of purchase. 3M MAKES NO
OTHER WARRANTIES INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A
PARTICULAR PURPOSE. If this product is defective within the warranty period stated above, your exclusive remedy shall be, at 3M’s option,
to replace or repair the 3M product or refund the purchase price of the 3M product. Except where prohibited by law, 3M will not be
liable for any indirect, special, incidental or consequential loss or damage arising from this 3M product, regardless of the
legal theory asserted.
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