Double Coated Cloth Tape
97056

**Information Sheet**

**Product Description**

3M™ Double Coated Cloth Tape 97056 is a tightly woven cotton/polyester blend fabric coated on both sides with a premium grade, aggressive rubber based pressure sensitive adhesive. This high performance adhesive system exhibits very good adhesion to a wide variety of surfaces. Flexibility and thickness enhance sealing ability to rough and textured surfaces.

**Product Construction**

- Release liner
- Rubber adhesive
- Polyester film
- Rubber adhesive

**Features & Benefits**

- Used in securing polyethylene film to brick and cinder block walls.
- Also used for splicing polysheeting during fabrication of pressurized environments.
- Can also be used to install and hold down carpeting.

**Typical Physical Properties**

<table>
<thead>
<tr>
<th>Test</th>
<th>Typical Value</th>
<th>Typical Value (Metric)</th>
</tr>
</thead>
<tbody>
<tr>
<td>Thickness</td>
<td>11 mils</td>
<td>0.275 mm</td>
</tr>
<tr>
<td>Release Liner</td>
<td>55 lb. Glassine</td>
<td>90 GSM</td>
</tr>
</tbody>
</table>

If technical data is required, please contact your 3M sales professional or customer service representative to enter a technical service request for the specific data needed.
### Technical Information
The technical information, recommendations and other statements contained in this document are based upon tests or experience that 3M believes are reliable, but the accuracy or completeness of such information is not guaranteed.

(This product was formerly branded as Venture Tape 581)

### Product Use
Many factors beyond 3M’s control and uniquely within user’s knowledge and control can affect the use and performance of a 3M product in a particular application. Given the variety of factors that can affect the use and performance of a 3M product, user is solely responsible for evaluating the 3M product and determining whether it is fit for a particular purpose and suitable for user’s method of application.

### Warranty, Limited Remedy, and Disclaimer
Unless an additional warranty is specifically stated on the applicable 3M product packaging or product literature, 3M warrants that each 3M product meets the applicable 3M product specification at the time 3M ships the product. 3M MAKES NO OTHER WARRANTIES OR CONDITIONS, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OR CONDITION OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR ANY IMPLIED WARRANTY OR CONDITION ARISING OUT OF A COURSE OF DEALING, CUSTOM OR USAGE OF TRADE. If the 3M product does not conform to this warranty, then the sole and exclusive remedy is, at 3M’s option, replacement of the 3M product or refund of the purchase price.

### Limitation of Liability
Except where prohibited by law, 3M will not be liable for any loss or damage arising from the 3M product, whether direct, indirect, special, incidental or consequential, regardless of the legal theory asserted, including warranty, contract, negligence or strict liability.

This Industrial Adhesives and Tapes Division product was manufactured under a 3M quality system registered to ISO 9001:2008 standards.