3M™ Paint Replacement Film

- Replaces paint in areas of the automotive body that are expensive or difficult to paint
- Helps eliminate time and expense of paint processes and related steps
- Effective design tools for brand differentiation and visual impact
- Features strong final adhesion and high shear performance
- Help reduce production costs with die-cut, pre-masked parts and simple dispensing tools
Featuring Comply™ Adhesive Technology

The air-bleedable feature of the adhesive layer has been designed for air bubble free application of the blackout film while still providing strong, reliable adhesion under extreme conditions of environmental stress such as climatic change and humidity cycling. A structured pattern in the adhesive creates microchannels which allow air to escape at the film edges. This feature reduces the chance of bubbling, allows for fast removal of any remaining bubbles without air release tools, and improves application time by reducing rework.

Product Portfolio

3M™ Paint Replacement Film offers multiple benefits for automotive manufacturers. Our proven materials contribute to design effectiveness and reinforce the branding message while simplifying manufacturing. The films are available in textured, low gloss or high gloss finishes to match the design intent of the vehicle.

<table>
<thead>
<tr>
<th>Product</th>
<th>Thickness/Base Film</th>
<th>Thickness/with adhesive</th>
<th>Adhesive</th>
<th>Gloss Level</th>
<th>Appearance</th>
</tr>
</thead>
<tbody>
<tr>
<td>FRA0045JQ</td>
<td>4.2 mils (0.107 mm)</td>
<td>5.6 mils (0.142 mm)</td>
<td>High Shear</td>
<td>4</td>
<td>Textured</td>
</tr>
<tr>
<td>FRW0243JQ</td>
<td>4.2 mils (0.107 mm)</td>
<td>5.6 mils (0.142 mm)</td>
<td>High Peel</td>
<td>4</td>
<td>Textured</td>
</tr>
<tr>
<td>FUS1007J</td>
<td>3.6 mils (0.091 mm)</td>
<td>5.0 mils (0.127 mm)</td>
<td>High Shear</td>
<td>30</td>
<td>Smooth</td>
</tr>
<tr>
<td>FPW2203J</td>
<td>3.4 mils (0.086 mm)</td>
<td>5.6 mils (0.142 mm)</td>
<td>High Peel</td>
<td>20</td>
<td>Smooth</td>
</tr>
<tr>
<td>FT9055J</td>
<td>4.0 mils (0.102 mm)</td>
<td>6.2 mils (0.158 mm)</td>
<td>High Shear</td>
<td>90</td>
<td>Smooth</td>
</tr>
<tr>
<td>FTW9953J</td>
<td>4.0 mils (0.102 mm)</td>
<td>6.2 mils (0.158 mm)</td>
<td>High Peel</td>
<td>90</td>
<td>Smooth</td>
</tr>
</tbody>
</table>

Typical Applications

- Pillars
- Sashes
- Full-door headers
- Beltline moldings
- Sash moldings
- Stationary window divider bars

About 3M Paint Replacement Films

3M Paint Replacement Films are part of a global array of engineered solutions for automotive manufacturers, including project planning, training and documentation, prototype and pilot production assistance and ongoing, responsive manufacturing support. Like all 3M products for Automotive OEMs, these films help simplify manufacturing, streamline and sharpen design effectiveness and meet OEM specifications.

Interested in Purchasing 3M Paint Replacement Films?

- 3M Paint Replacement Films are available direct from 3M or 3M-approved converters.
- Contact your 3M Automotive and Aerospace Solutions Division (AASD) account representative for roll sizes, minimum order quantities, prices, and terms and conditions of sale.
- If you do not have a 3M account representative, contact 3M AASD customer service at 800-328-1684.

Technical Information: The technical information, recommendations and other statements contained in this document are based upon tests or experience that 3M believes are reliable, but the accuracy or completeness of such information is not guaranteed.

Product Use: Many factors beyond 3M’s control and uniquely within user's knowledge and control can affect the use and performance of a 3M product in a particular application. Given the variety of factors that can affect the use and performance of a 3M product, user is solely responsible for evaluating the 3M product and determining whether it is fit for a particular purpose and suitable for user’s method of application.

Warranty, Limited Remedy, and Disclaimer: Unless an additional warranty is specifically stated on the applicable 3M product packaging or product literature, 3M warrants that each 3M product meets the applicable 3M product specification at the time 3M ships the product. 3M MAKES NO OTHER WARRANTIES OR CONDITIONS, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OR CONDITION OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR ANY IMPLIED WARRANTY OR CONDITION ARISING OUT OF A COURSE OF DEALING, CUSTOM OR USAGE OF TRADE. If the 3M product does not conform to this warranty, then the sole and exclusive remedy is, at 3M’s option, replacement of the 3M product or refund of the purchase price.

Limitation of Liability: Except where prohibited by law, 3M will not be liable for any loss or damage arising from the 3M product, whether direct, indirect, special, incidental or consequential, regardless of the legal theory asserted, including warranty, contract, negligence or strict liability.

3M Automotive and Aerospace Solutions Division
3M Center
St. Paul, MN 55144 USA
1-800-328-1684
mmm.com/autosolutions

3M is a trademark of 3M Company.
Please recycle. Printed in USA
© 3M 2017. All rights reserved.