Technical Data

3M™ Industrial Degreaser Concentrate 26A, 26H and 26L

Description
3M™ Industrial Degreaser Concentrate 26A is a concentrated product to be diluted and dispensed using only the 3M™ Flow Control System Wall Mount Dispenser or 3M™ Flow Control System Portable Dispenser.
3M™ Industrial Degreaser Concentrate 26H and 26L are concentrated products to be diluted and dispensed using only the 3M™ Twist 'n Fill Cleaning Chemical Management System.
3M™ Industrial Degreaser Concentrate 26A, 26H and 26L work fast to cut through petroleum-based oil and grease, animal fats, food soil and heavy dirt buildup for easy removal.

Special Features
- Automatic dispensing eliminates measuring and mixing and helps ensure accurate dilutions
- Low foaming
- Leaves no residue
- No rinse required
- Pleasant fragrance

Applications
- Industrial machinery
- Machine parts
- Concrete surfaces
- Resilient tile
- Quarry tile
- Ceramic tile
- Stainless steel

Packaging
3M™ Industrial Degreaser Cleaner Concentrate 26A
- 0.5-gallon bottle
- 4 bottles per case
Each 0.5-gallon bottle makes 76 ready-to-use gallons (typical yield).

3M™ Industrial Degreaser Cleaner Concentrate 26H and 26L
- 0.528-gallon bottle
- 6 bottles per case
Each 0.528-gallon bottle makes 74 ready-to-use gallons (typical yield).

General Use Directions
1. Dispense 3M™ Industrial Degreaser Concentrate 26A with cold water using the 3M™ Flow Control System Dispenser into a properly labeled trigger spray bottle, or into a bucket or autoscrubber.
Dispense 3M™ Industrial Degreaser Concentrate 26H and 26L with cold water using only the 3M™ Twist 'n Fill Cleaning Chemical Management System into a properly labeled trigger spray bottle, or into a bucket or autoscrubber.
2. Apply to surface with sprayer, cloth, sponge, brush, mop or autoscrubber, avoiding overspray on floor finish surfaces.
3. Scrub/wipe as necessary.
4. No rinsing required.

Personal Protective Equipment (PPE) Recommendations: Refer to ready-to-use SDS.

Special Instructions
Test in an inconspicuous area for rubber, vinyl and painted surfaces, and do not use if discoloration occurs.
Important Notice to User

Technical Information: The technical information, recommendations and other statements contained in this document are based upon tests or experience that 3M believes are reliable, but the accuracy or completeness of such information is not guaranteed.

Product Use: Many factors beyond 3M’s control and uniquely within user’s knowledge and control can affect the use and performance of a 3M product in a particular application. Given the variety of factors that can affect the use and performance of a 3M product, user is solely responsible for evaluating the 3M product and determining whether it is fit for a particular purpose and suitable for user’s method of application.

Warranty and Limited Remedy: 3M warrants that each 3M product will be free from defects in material and manufacture for 90 days from the date of purchase from 3M’s authorized distributor. 3M MAKES NO OTHER EXPRESS OR IMPLIED WARRANTIES, INCLUDING ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. If a 3M product does not conform to this warranty, the sole and exclusive remedy is, at 3M’s option, replacement of the 3M product or refund of the purchase price. Limitation of Liability: Except to the extent prohibited by law, 3M will not be liable for any loss or damage arising from the 3M product, whether direct, indirect, special, incidental or consequential, regardless of the legal or equitable theory asserted.