Self-Adhered Air and Vapor Barrier Membrane 3015

Detail No.: 3015-2.0A

NOTES:
1. LAP JOINTS AND SEAMS IN MEMBRANE SYSTEM A MINIMUM OF 2"
2. DOUBLE LAYER OF MEMBRANE MAY BE APPLIED TO THROUGH WALL FLASHINGS
3. POST INSTALLATION DAMAGE TO THE MEMBRANE SHOULD BE REPAIRED WITH A PATCH PIECE OF MEMBRANE, EXTENDING AT LEAST 2" IN EACH DIRECTION OF THE DAMAGE, WITH THE LEADING EDGE SEALED WITH 3M® POLYURETHANE SEALANT 540 OR 3M® POLYURETHANE CONSTRUCTION SEALANT 525.

3M® Self-Adhered Air and Vapor Barrier Membrane 3015

SYSTEM:
BRICK VENEER / STEEL STUD WALL

DATE: 05/16/13
DETAIL No.: 3015-2.0A

SCALE: N.T.S.
DRAWN BY: M.D.H.

THE DETAILS DEPICTED ABOVE ARE REPRESENTATIVE OF STANDARD CONDITIONS. MODIFICATIONS ARE REQUIRED FOR THE SPECIFIC INSTALLATIONS OF YOUR PROJECT, PLEASE CONTACT A TECHNICAL REPRESENTATIVE FOR ASSISTANCE.
3M™ Self-Adhered Air and Vapor Barrier Membrane 3015
DETAIL No.: 3015-2.0A

Technical Information
The technical information, recommendations and other statements contained in this document are based upon tests or experience that 3M believes are reliable, but the accuracy or completeness of such information is not guaranteed.

Product Use
Many factors beyond 3M’s control and uniquely within user’s knowledge and control can affect the use and performance of a 3M product in a particular application. Given the variety of factors that can affect the use and performance of a 3M product, user is solely responsible for evaluating the 3M product and determining whether it is fit for a particular purpose and suitable for user’s method of application.

Warranty, Limited Remedy, and Disclaimer
Unless an additional warranty is specifically stated on the applicable 3M product packaging or product literature, 3M warrants that each 3M product meets the applicable 3M product specification at the time 3M ships the product. 3M MAKES NO OTHER WARRANTIES OR CONDITIONS, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED WARRANTY OR CONDITION OF MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE OR ANY IMPLIED WARRANTY OR CONDITION ARISING OUT OF A COURSE OF DEALING, CUSTOM OR USAGE OF TRADE. If the 3M product does not conform to this warranty, then the sole and exclusive remedy is, at 3M’s option, replacement of the 3M product or refund of the purchase price.

Limitation of Liability
Except where prohibited by law, 3M will not be liable for any loss or damage arising from the 3M product, whether direct, indirect, special, incidental or consequential, regardless of the legal theory asserted, including warranty, contract, negligence or strict liability.

This Industrial Adhesives and Tapes Division product was manufactured under a 3M quality system registered to ISO 9001 standards.