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3M™ High Temperature Hook and Loop Fastener Tape
3M™ High Tack Hook and Loop Fastener Tape

Projects made simpler.
Introducing a pair of powerful fastening solutions: 3M™ High Temperature and 

High Tack Hook and Loop Fastener Tapes. These versatile tapes deliver both high 

performance and high value in a variety of light-duty, general-purpose applications, 

including signs, displays, tradeshow booths, transportation accessories, safety 

equipment and much more.
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Product Use: User is responsible for determining whether the product is fit for a particular purpose and suitable for user’s method of application.
Warranty and Limited Remedy: THE FOLLOWING WARRANTIES ARE MADE IN LIEU OF ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO THE IMPLIED WARRANTY 
OF MERCHANTABILITY, THE IMPLIED WARRANTY OF FITNESS FOR A PARTICULAR PURPOSE AND ANY IMPLIED WARRANTY ARISING OUT OF A COURSE OF DEALING, A CUSTOM OR USAGE OF TRADE: 
3M sells its 3M-Matic™ Case Former 700cf with the following warranties: 1) The Taping Head knife blades, springs and rollers will be free from all defects for ninety (90) days after delivery. 2) All 
other Taping Head parts will be free from all defects for three (3) years after delivery. 3) All other parts will be free from all defects for two (2) years after delivery. Please refer to individual data pages 
for additional details and exceptions. If any 3M-warrantied part is proved to be defective within its warranty period, then the exclusive remedy and 3M’s and seller’s sole obligation shall be, at 3M’s 
option, to repair or replace the part, provided the defective part is returned immediately to 3M’s factory or an authorized service station designated by 3M. A part will be presumed to have become 
defective after its warranty period unless the part is received or 3M is notified of the problem no later than five (5) calendar days after the warranty period. If 3M is unable to repair or replace the part 
within a reasonable time, then 3M, at its option, will replace the equipment or refund the purchase price. 3M shall have no obligation to provide or pay for the labor required to install the repaired 
or replacement part. 3M shall have no obligation to repair or replace (1) those parts failing due to operator misuse, carelessness, or due to any accidental cause other than equipment failure, or 
(2) parts failing due to non-lubrication, inadequate cleaning, improper operating environment, improper utilities or operator error. Limitation of Liability: 3M and seller shall not be liable for direct, 
indirect, special, incidental or consequential damages based upon breach of warranty, breach of contract, negligence, strict liability or any other legal theory. The foregoing Warranty and Limited 
Remedy and Limitation of Liability may be changed only by a written agreement signed by authorized officers of 3M and seller.

3M™ High Temperature Hook and Loop Fastener Tape
For applications that require adhesive strength even in hotter environments,  

3M™ High Temperature Hook and Loop Fastener Tape has an acrylic adhesive for  

bonding to paint, metal, glass and sealed wood. 

• Durable woven nylon holds strong up to 5,000 closures

• Temperature-resistant adhesive withstands heat up to 185° F (85° C)

3M™ High Tack Hook and Loop Fastener Tape
For a quicker bond, 3M™ High Tack Hook and Loop Fastener Tape is coated with a  

rubber adhesive designed for harder-to-bond surfaces and many plastics.

• Durable woven nylon holds strong up to 5,000 closures

• Temperature-resistant adhesive withstands heat up to 100° F (38° C)

Ordering Information

To learn more, call 1.800.362.3550 to speak with a 3M Sales Representative.

Product Description Color Type Adhesive Size Temperature UPC

SJ60L 3M™ High Temperature Loop Fastener Tape Black Loop Acrylic 1" x 25 yd 185˚ F (85˚ C) 000-51115-71758-1

SJ60H 3M™ High Temperature Hook Fastener Tape Black Hook Acrylic 1" x 25 yd 185˚ F (85˚ C) 000-51115-71752-9

SJ30L 3M™ High Tack Loop Fastener Tape Black Loop Rubber 1" x 25 yd 100˚ F (38˚ C) 000-51115-80823-4

SJ30H 3M™ High Tack Hook Fastener Tape Black Hook Rubber 1" x 25 yd 100˚ F (38˚ C) 000-51115-80817-3

Two words 

Protection.
Scotchgard™

that will forever  
  change the way  
     you clean glass…

(U.S. Patent Pending)
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3M™
 

Glass Cleaner  
and Protector

•  The first building glass cleaner  
with Scotchgard™ Protection

•  Easier to clean fingerprints, lipstick,  
lotion and permanent marker

•  Keeps glass looking clean longer

Find out more at  
3M booth #2510

Watch our
video!FPO Lorem Ipsum
Dolar.


