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3M™ Acrylic Foam Tape 4225N 
Technical Data Sheet 

General Description 

3M™ Acrylic Foam Tape 4225N is a 3.18 mm (0.125 in) thick, white, double-coated acrylic 
foam tape is well suited for applications where a thick bondline may be required. Potential 
applications of 3M AFT 4225N include exterior trim attachment such as roof ditch 
moldings, claddings, appliques, and body side molding. Additional applications should be 
tested for feasibility. 

Product Features 

• Balanced performance enables confident bonding to a range of automotive paint and 
substrates, and is tested to a number of OEM specifications 

• A wide range of operating (on part) temperatures -30°C – +80°C allows for process 
optimization as tape can be applied on plastic substrates before paint process 

• Viscoelastic foam core conforms well even to complex geometries, is engineered for stress relaxation 
when exposed to high stress loads and maintains bond-line aesthetics under normal stress loads. 

• Offers temperature, weather, and solvent resistance 
• Liner compatibility with tabbing tape allows the user to connect the liners of multiple tape strips for 

easier one-pull removal 

Product Construction 

Physical Properties 

Preperty 4225N 
Thickness Range 3.18 mm ± 0.1 mm (0.125 inches ± 0.012 inches) 

Density Range 577 kg/m3 ± 80 kg/m3 (36 lbs ± 5 lbs) 
Core/Color White, Acrylic Foam 
Adhesives AR7 adhesive on both sides of the foam for bonding to a variety of automotive substrates 

Liner 3M Branded liner, red polyethylene (PE), 0.11 mm ± 0.01 mm (4.5 mils ± 0.4 mils) 

3M Science. 
Applied to Life.™ 
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Tabbing 

An extended liner tab is recommended. 

Tabbing Method and Liner Types Tabbing Tape Regional Availability 
Heat-Bond Tabbing for Non-Silicone Coated  
Liners  

3M™ Tabbing Tape 5081 or 5082 Global 
3M™ Tabbing Tape 5400 USAC, LatAm 

PSA Tabbing for Non-Silicone Coated Liners 3M™ Tabbing Tape 5300 Global 

Consult application guidelines for detailed product use instructions. 

Performance Properties 

3M understands that development of automotive applications is typically driven by specification requirements and 
performance. Each OEM has their own unique criteria, and 3M continues to develop products to meet those demands. 
Test reports are available upon request. Please contact your 3M application engineer for support and to obtain specific 
test data. 

Typical performance of 3M™ Acrylic Foam Tape 4225N is shown below. Peel and shear values depend on substrate 
characteristics and/or paint composition. These values are for reference only, and not to be used for specification 
purposes. For specification values please see the certificate of analysis. 

90° Peel Adhesion 

Substrate Conditions/Test Parameters Product Number Typical Performance 
Value (N/cm) 

Liner Side to Automotive 
Paint Panel -1K 

20 min RT, 300 mm/min 
4225N 

14.0 
72 hrs RT, 300 mm/min 18.0 

Static Shear Adhesion Liner Side to Automotive Paint Panel  -1K  

Substrate Conditions/Test Parameters Product Number Typical Performance 
Value (minutes) 

Liner Side to Automotive 
Paint Panel -1K 500 g, 70°C 4225N >10,000

Dynamic Shear  Adhesion Liner Side to Automotive Paint Panel -1K 

Substrate Conditions/Test Parameters Product Number Typical Performance 
Value (kPa) 

Liner Side to Automotive 
Paint Panel -1K 

20 min RT, 12mm/min 
4225N 

400 
72 hrs RT, 12mm/min 440 

Shelf Life 

Three years from date of manufacturing when stored in general indoor warehouse conditions, defined as approximately 
4°C-38°C (40°F-100°F) and 30-70%  relative humidity. The optimum storage conditions are 22°C (72°F) and 50% 
relative humidity. 

3M Acrylic Foam Tape 4225N should be stored in typical storage conditions for pressure-sensitive adhesives used 
within the automotive industry. During transportation, storage conditions are uncontrolled for a short period of time (a 
few days or weeks). This should not impact product performance. However, materials should not be stored in excess of 
the recommended conditions for extended periods. 

Regulatory Information 

The product is published as a material entry and is available for access on www.mdsystem.com. For product IMDS I.D. 
number, email requests to 3M-IMDSrequest@mmm.com. 

mailto:3M-IMDSrequest@mmm.com
www.mdsystem.com
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Contact Information 
The information provided in this technical document is intended as a guide for this product. For more information or 
help in selecting a 3M product for an application, please contact your 3M application engineering representative or 
connect with a 3M expert. 

Technical Information: The technical information, guidance, and other statements contained in this document or otherwise provided by 3M are 
based upon records, tests, or experience that 3M believes to be reliable, but the accuracy, completeness, and representative nature of such 
information is not guaranteed. Such information is intended for people with knowledge and technical skills sufficient to assess and apply their 
own informed judgment to the information. No license under any 3M or third party intellectual property rights is granted or implied with this 
information. Product Selection and Use: Many factors beyond 3M’s control and uniquely within user’s knowledge and control can affect the use 
and performance of a 3M product in a particular application. As a result, customer is solely responsible for evaluating the product and 
determining whether it is appropriate and suitable for customer’s application, including conducting a workplace hazard assessment and reviewing 
all applicable regulations and standards (e.g., OSHA, ANSI, etc.). Failure to properly evaluate, select, and use a 3M product and appropriate 
safety products, or to meet all applicable safety regulations, may result in injury, sickness, death, and/or harm to property. Warranty, Limited 
Remedy, and Disclaimer: Unless a different warranty is specifically stated on the applicable 3M product packaging or product literature (in which 
case such warranty governs), 3M warrants that each 3M product meets the applicable 3M product specification at the time 3M ships the 
product. 3M MAKES NO OTHER WARRANTIES OR CONDITIONS, EXPRESS OR IMPLIED, INCLUDING, BUT NOT LIMITED TO, ANY IMPLIED 
WARRANTY OR CONDITION OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, OR ARISING OUT OF A COURSE OF 
DEALING, CUSTOM, OR USAGE OF TRADE. If a 3M product does not conform to this warranty, then the sole and exclusive remedy is, at 3M’s 
option, replacement of the 3M product or refund of the purchase price. Limitation of Liability: Except for the limited remedy stated above, and 
except to the extent prohibited by law, 3M will not be liable for any loss or damage arising from or related to the 3M product, whether direct, 
indirect, special, incidental, or consequential (including, but not limited to, lost profits or business opportunity), regardless of the legal or equitable 
theory asserted, including, but not limited to, warranty, contract, negligence, or strict liability. 

Automotive and Aerospace   
Solutions Division  
3M Center, 223-3S-33  
St. Paul, MN 55144-1000 
Phone 1-800-328-1684  
Web www.3M.com/autosolutions 3M is a trademark of 3M Company. © 3M 2025.  All rights reserved.  

https://www.3m.com/3M/en_US/oem-tier-us/support/
http://www.3m.com/autosolutions
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